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DEPENDENT RESURVEY OF A PORTION OF THE SOUTH BOUNDARY,
T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

. Beginning at the corner of sections 31 and 32 on the south boundary of the Tp.,
monumented with a quartzite, 10x8x6 ins., marked with notches, 5 on the east and 1
on the west edges, set in a mound of stone; a rebar, 1/2 in. diam., with plastic cap
marked: RLS 6464, is set alongside the marked stone.

TR LA TEN

# At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

SRR ER AR

T13S R1W
S31 | §32
S6
T14S R1W
1992

Deposit the marked stone alongside and the rebar inside the aluminum post.
Corner is located at the corner of fences projecting north and east.

From this corner National Geodetic Survey Triangulation station "CEDAR" bears S.
74° 03.0’E., 103.09 chs. dist.

S. 89° 10’ W., between sections 6 and 31.

R e e R R R S an e e

Bt
p>

Point for the E 1/16 section comer of section 31 only; not monumented.
% Point for the 1/4 section corner of section 31 only at proportionate distance; there
is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

T13S R1IW

1/4 S31
T14S RIW

1992

Comer is located at the north edge of a cultivated field.

G e R S e s e a i oG e

# The corner of sections 31 and 36, T. 13 S., Rs. 1 and 2 W., monumented with a

% quartzite, 20x10x6 ins., marked with 6 notches on the north, east and west edges, set
% in a mound of stone.

.

¢ At the corner point

% Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 20 ins. in the ground, in a
mound of stone 4 ft. base, with aluminum cap marked:

pro2onr s iy
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DEPENDENT RESURVEY OF A PORTION OF THE SOUTH BOUNDARY,
T. 13 S.,R. 1 W, SALT LAKE MERIDIAN, UTAH

SR

Deposit the marked stone alongside the aluminum post.

Corner is located at the comer of fences projecting north and east.

Dependent Resurvey of a Portion of the West Boundary,
T. 13 S.,R. 1 W, Salt Lake Meridian, Utah

Reestablishment of the Survey Executed. by E.W. Koeber in 1884

i N.0° 06’E between sections 31 and 36.

Point for the 1/4 section corner of sections 31 and 36 at proportionate distance;
there is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
. alumipum cap marked:

T13S
R2W RIW
1/4
$36 | 31
1992

: Raise a mound of stone west of the corner.

. Comner is located 30 lks. south of a fence which bears east and west and 30 lks.
. west of the corner of fences projecting north, south and east.

From this corner a rebar, 1/2 in. diam., with aluminum cap marked: T13S RIW
R2W 1/4 S31 S36 RLS 6464, set at the corner of fences projecting north, south and
. east, bears Fast, 30 lks. dist.; this fence corner is not accepted as evidence of the
 original corner.

Point for the corner of sections 25, 30, 31, and 36 at proportionate distance there is
: no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins, diameter, 10 ins. in the grdund to
bedrock, and in a mound of stone 4 ft. base, with aluminum cap marked:
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DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY,
T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

T13S
R2W RI1W
25 | S30
S36 | S31
1992

e R

From this corner a rebar, 1/2 in. diam., with aluminum cap marked: T13S R1W
R2W 8§25 830 S31 S36 RLS 6464, bears S. 75° E., 30 lks. dist.; this point is not
accepted as the cotrect proportionate position.

N. 0° 06’ E., between sections 25 and 30.

The 1/4 section corner of sections 25 and 30, monumented with a sandstone, 17x7x7
ins., marked 1/4 on the west face, set in a mound of stone.

At the corner point

R e mo e

et an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 12 ins. in the ground to
edrock, and in a mound of stone 4 ft. base, with aluminum cap marked:

s

: S
# b

SRR

G R A R e S S e e me e e

T13S
R2W RIW
1/4
$25 | s30
1992

Deposit the marked stone alongside the aluminum post.

From this corner a rebar, 1/2 in. diam., with aluminum cap marked: T13S R1W
R2W 1/4 S25 S30 RLS 6464, bears S. 50° E., 30 Iks. dist.

N. 0° 20’ E., beginning new measurement.

The corner of sections 19, 24, 25, and 30, monumented with a limestone, 13x13x6
ins., marked with notches, 4 on the north and 2 on the south edges; a rebar, 1/2 in.
diam., with aluminum cap marked: T13S R1W R2W 8§19 $24 $25 S30 RLS 6464, is
set alongside the marked stone.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
aluminum cap marked:

PR
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DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY,
T.13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

T13S
R2W R1W
S24 | S19
§$25 | S30

1992

R0

E

© Deposit the marked stone alongside and the rebar inside the aluminum post.

SRR

Raise a mound of stone west of the corner.

N. 0° 09’ E., between sections 19 and 24.

R

#
z
%

40.21

% The 1/4 section corner of sections 19 and 24, monumented with a trachyte, 8x6x5
! ins., marked 1/4 on the north face.

3
: At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 18 ins. in the ground to
% bedrock, and in a mound of stone 4 ft. base, with aluminum cap marked:

T13S
R2W R1W
1/4
S24 | s19
1992

R PR RRR R SRR PR BRAER,

Deposit the marked stone alongside the aluminum post.

N. 0° 15’ W., beginning new measurement.

. The corner of sections 13, 18, 19, and 24, monumented with a sandstone, 16x8x6

ins., marked with 3 notches on the north and south edges, set in a mound of stone;
a rebar, 1/2 in. diam., is set alongside the marked stone.

40.18

R e 2 e R R R i

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 18 ins. in the ground to
bedrock, and in a mound of stone 4 ft. base, with aluminum cap marked:

T13S
R2W R1W
S13 | S18
S24 | S19

1991

R e S R e e e KRR

Deposit the marked stone alongside and the rebar inside the aluminum post.

R T S PR IR

forseson:
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DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY,
T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

X

é . Comner is located in a fence which bears east and west.

. . N. 0° 04’ E., between sections 13 and 18.

%ﬁ

g 20.09 & Point for the S 1/16 section comer of sections 13 and 18.

é : Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
g aluminum cap marked:

g S 1/16

. S13 | s18

% 1991

%’i 40.18 # Point for the 1/4 section corner of sections 13 and 18 at proportionate distance;

¢ % there is no remaining evidence of the original comer.

% § Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, in a
i collar of stone, with aluminum cap marked:

T13S
. R2W RIW
% 1/4
. s13 | s18
. 1991

-,';.

Deposit a magnet at base of the aluminum post.

8

g Corner is located in a cultivated field.

80.36

The corner of sections 7, 12, 13, and 18, monumented with a limestone, 16x12x10

= ins., marked with notches, 2 on the north and 4 on the south edges, set in a mound
é of stone; a rebar, 1/2 in. diam., is set alongside the marked stone.
%

At the corner point

. Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground ina
& collar of stone, with aluminum cap marked:

T13S
R2W R1W
S12 | 87
S13 | S18
1991

B e E S o ma g R o R

B R R R Rt s

Deposit the marked stone alongside and the rebar inside the aluminum post.

Comer is located at the north edge of a cultivated field.

B e e e e s
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# N.0° 12’ W., between sections 7 and 12.
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DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY,
T.13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

5

"} The 1/4 section corner of sections 7 and 12, monumented with a limestone, 12x12x6
ins., marked 1/4 on the west face, set in a mound of stone.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
aluminum cap marked:

T13S
R2W RIW
1/4
s12 | s7
1991

Deposit the marked stone alongside the aluminum post.

Raise a mound of stone west of the corner.

Dependent Resurvey of a Portion of the North Boundary,
-~ T.13 S.,R. 1 W, Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by A.J. Stewart in 1878
and the Resurveys Executed by E.W. Koeber in 1884
and Thoma and Miller in 1920-21

From the SW corner of section 33 only on the north boundary of the Tp.,
monumented with an iron post, 2 ins. diam., set in a mound of stone, with brass cap
marked as described in the official record of the 1920-21 resurvey.

%
|
%
;
§.§
%
&
®
.
%
.
|
s};

S.

: The corner of sections 4 and 32, monumented with a quartzite, 24x8x6 marked with
notches, 4 on the east and 2 on the west edges, set in a mound of stone.

11° 03’ E., between sections 4 and 32.

from which

A juniper, 6 ins. diam., bears S. 57° W., 35 Iks. dist., with scribe
marks visible in a partly healed blaze.

A juniper, 6 ins. diam., bears N. 71° W., 25 Iks. dist., with scribe
marks visible in a partly healed blaze.

2 S R R o R e o RN o

i At the corner point

oo
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DEPENDENT RESURVEY OF A PORTION OF THE NORTH BOUNDARY,
T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

s e B S

: collar of stone, with aluminum cap marked:

T128 TIW I
S32
S4
T13S R1W

1991

R S R S SR S e e e

Depos1t the marked stone alongside the aluminum post.

N. 73° 39’ W., beginning new measurement.

7.36

The corner of sections 4 and 5, monumented with a quartzite, 18x12x8 ins., marked
with notches, 4 on the west and 2 on the east edges.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
aluminum cap marked:

R O S R B s

T12S RIW
$32

S5 | s4

T13S RIW
1991

D B R R R e

Deposit the marked stone alongside the aluminum post.

Raise a mound of stone west of the corner.

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 13 S.,R. 1 W., Salt Lake Meridian, Utah

22 B R PR

TR SRRE SRS

R S e e e e e T SRR

Reestablishment of the Survey Executed by E.W. Koeber in 1884

SRR

From the corner of sections 28, 29, 32, and 33, monumented with a limestone,
14x10x10 ins., marked with notches, 2 on the south and 4 on the east edges, set in a
mound of stone.

At the corner point

RSOSSN IR IR

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 18 ins. in the ground to
bedrock, and in a collar of stone, with aluminum cap marked:

B e S R SRR

ooy
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNEs, T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

&c-' i S R
T13S RIW
S29 | S28
S$32 | S33
1992

Deposit the marked stone alongside the aluminum post.
Raise a mound of stone west of the corner.
Corner is located at the comer of fences projecting south and west.

N 1° 35° W., between sections 28 and 29.

40.82

. The 1/4 section corner of sections 28 and 29, monumented with a trachyte, 10x10x6
ins., marked 1/4 on the west face, and a mound of stone west of the corner.

G R S oo s
2

#
]

% At the corner pomt

! Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 18 ins. in the ground to
bedrock, and in a mound of stone 4 ft. base, with aluminum cap marked:

T13S RIW
1/4
$29 | s28
1992

. Deposit the marked stone alongside the aluminum post.

N 0° 38’ W., beginning new measurement.

39.79

The corner of sections 20, 21, 28, and 29, monumented with a quartzite 14x10x5
ins., marked with notches, 2 on the south and 4 on the east edges.

. At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 12 ins. in the ground to
. bedrock, and in a mound of stone 5 ft. base, with aluminum cap marked:

T13S RIW

S20

S29 | S28
1992

R R R R R O S R OSSR R R R R R s

=

Deposxt the marked stone alongside the aluminum post.

N. 0° 43° W., between sections 20 and 21.

;.
EE S R :ﬁmm&wmwmmww&mwmmmmmmw&ﬁmymmm&wmmmxmmﬁm&mw--

s
%
5
i3
#
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
Lines, T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

The 1/4 section corner of sections 20 and 21, monumented with a quartzite, 12x6x6
ins., marked 1/4 on the west face.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 20 ins. in the ground, ina
collar of stone, with aluminum cap marked:

T13S RIW
1/4
s20 | s21
1992

Deposit the marked stone alongside the aluminum post.

z

1° 11’ E., beginning new measurement.
Point for the N 1/16 section corner of sections 20 and 21.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 18 ins. in the ground to
bedrock, and in a mound of stone 3 ft. base, with aluminum cap marked:

N 1/16
s20 | s21
1992

: Corner is located at the north edge of a wash which drains northeast.

. The corner of sections 16, 17, 20 and 21, monumented with a rebar, 1/2 in, diam.,
with aluminum cap marked: T13S R1W S16 S17 S20 S21 RLS 6464; this is accepted
as a careful and faithful reestablishment of the corner position.

= At the comer point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 18 ins. in the ground, in a
collar of stone, with aluminum cap marked:

T13S R1W

S17

520 | Ss21
1992

Deposit the rebar inside the aluminum post.

$W5W£EMW%W%:WM&&W&?¢%W e e e e e e
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

i e SRS

From the 1/4 section corner of sections 16 and 21, monumented with a quartzxte,
10x10x8 ins., marked 1/4 on the north face, set in a collar of stone; a rebar, 1/2 in.
diam., with alummum cap marked: T13S R1IW 1/4 S16 S21 RLS 6464, is set
alongsule the marked stone.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

T13S RIW
S16
S21
1992

1/4

Deposit the marked stone alongside and the rebar inside the aluminum post.
: Corner is located 40 lks. south of a fence which bears east and west.

: S. 89 48" W., between sections 16 and 21.
Point for the W 1/16 section corner of sections 16 and 21.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
aluminum cap marked:

w1 Slo

521
1992

Raise a mound of stone north of the corner.

Corner is located 30 lks. south of an abandoned fence which bears east and west.

=

e corner of sections 16, 17, 20, and 21.

N. 2° 25° W., between sections 16 and 17.

The 1/4 section corner of sections 16 and 17, monumented with a trachyte, 11x9x4

ins., no marks visible, set in a collar of stone; a rebar, 1/2 in. diam., with aluminum
cap marked: T13S RIW 1/4 S16 S17 RLS 6464, is set alongside the stone
monument.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
aluminum cap marked:

SRR
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 13 S.,R. 1 W, SALT LAKE MERIDIAN, UTAH

: T13S RIW

. % | 1/4

§ . $17 | s16

# g 1992

. . Deposit the stone monument alongside and the rebar inside the aluminum post.
% . Raise a mound of stone west of the corner.

' N. 0° 14’ W., beginning new measurement.

20.55 Point for the N 1/16 section corner of sections 16 and 17; not monumented.
; The corner of sections 8, 9, 16, and 17, monumented with a limestone, 20x10x6 ins.,

~ marked with notches, 4 on the south and 3 on the east edges, set in a mound of
g stone; a rebar, 1/2 in. diam., with aluminum cap marked; T13S RIW S8 S9 S16 S17
g

41.10

RLS 6464, is set alongside the marked stone.

At the corner point

]
i

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
¢ aluminum cap marked:

T13S R1W

S8 S9

S17 | S16
1991

Deposit the marked stone alongside and the rebar inside the aluminum post.

Raise a mound of stone west of the corner.

%
§
§

N. 1° 06’ W., between sections 8 and 9.

40.73 : Point for the 1/4 section corner of sections 8 and 9 at proportionate distance; there
is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
aluminum cap marked: '

R IR TR S

T13S RIW
1/4

s8 | 9
1991

# Raise a mound of stone west of the corner.

1:37‘:::1:5&1:&‘:1:1::ﬁbﬁm‘%:wR%‘ﬁ:-%$:‘~:1:&1%‘:‘»‘:&‘:’:’:3:::::&’-:5::';:1'}%3:3:&::'\‘%$:1::ﬁk’s‘&kiﬁ%":::::lf{::1?}:3:%&3:’(‘«:1%55%:‘4:«*5:2:1:-‘:2-'::'.1:1:35:1:3:3:".5:-"55.‘1:::W.-.%‘SS:&Wﬁ%ﬁﬂ&iﬁﬁim&&mﬁ%ﬁ%%ﬁﬁﬁi& >
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

i

81.46 . The corner of sections 4, 5, 8, and 9, monumented with a limestone, 24x20x16 ins.,
2 marked with notches, 5 on the south and 3 on the east edges; a rebar, 1/2 in. diam.,
% with plastic cap marked: RLS 6464, is set alongside the marked stone.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, in a
- mound of stone 3 ft. base, with aluminum cap marked:

T13S R1W
S5 | S4
S8

1991

e o e e LR o RS SRy

eposit the marked stone alongside and the rebar inside the aluminum post.

e

rmer is located at the end of a fence which projects west.

SRR RO

RIS

N 0° 33’ E., between sections 4 and 5.

39. 03

Point for the 1/4 section corner of sections 4 and 5, at proportionate distance; there
is no remaining evidence of the original corner.

e ey 2 2O S T

. Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
# aluminum cap marked:

T13S RIW
1/4

S5 | s4
1991

e R e AT R R

DD

Raise a mound of stone west of the corner.

76.11

The corner of sections 4 and 5 on the north boundary of the Tp., hereinbefore
described.

|
Q%

* From the corner of sections 31 and 32 on the south boundary of the Tp.,
. hereinbefore described.

S e R Lo

z

1° 52° W., between sections 31 and 32.

19.935

Point for the S 1/16 section corner of sections 31 and 32.

SRR

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

R

B e e A B e

RS2
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL .
LINES, T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

&:—“A""}ﬁ."&‘-kﬁ ‘VWWW T R R B S

S 1/16
S31 | §32
1992

Corner is located 50 lks. west of a fence which bears north and south.

39.87

The 1/4 section corner of sections 31 and 32, monumented with a quartzite, 12x10x5
ins., marked 1/4 on the west face.

: At the corner point

S 3 R L e e

[72]

et an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
uminum cap marked:

B

T13S RIW
1/4
$31 | s32
1992

e e R i B e

Deposit the marked stone alongside the aluminum post.
Ralse a mound of stone west of the corner.

{ Comner is located 50 lks. west of a fence which bears north and south.

N 0° 48° W., beginning new measurement.

e e R LS

4

S R S R e R o L e

40.58 |

=

The corner of sections 29, 30, 31, and 32, monumented with a quartzite, 24x10x10
ms marked with notches, 1 on the south and 5 on the east edges.

At the corner point

" Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
. aluminum cap marked:

T13S R1IW

S30 | S29

531 | S32
1992

B R e e oo

T

% Deposit the marked stone alongside the aluminum post.
% Raise a mound of stone west of the corner.

Comer is located at the corner of fences projecting east and northwest.

% From the corner of sections 28, 29, 32, and 33.

B e e e e e e e
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 13 S.,R. 1 W, SALT LAKE MERIDIAN, UTAH

% S. 89° 38’ W., between sections 29 and 32.

5" 40.47 g The 1/4 section corner of sections 29 and 32, monumented with a quartzite, 18x14x8
g ins., marked 1/4 on the north face.

RRIB

B RS R B AR R

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

T13S R1W

S29
4 e
v 532

1992

Deposit the marked stone alongside the aluminum post.

Corner is located 2 lks. south of a fence which bears east and west.

B e S X i i

S. 88° 42° W., beginning new measurement.

40.18  The corner of sections 29, 30, 31, and 32.

N. 89° 54’ W., between sections 30 and 31.

39.53

The 1/4 section corner of sections 30 and 31, monumented with a quartzite, 15x6x4
ins., marked 1/4 on the north face, set in a mound of stone.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T13S RIW

$30
4 239
! s31

1992

B
i
S
@
e
%
.
#
&
@
#
#
&
e
B
k3
@
#
#
o
&
i
2

Deposit the marked stone alongside the aluminum post.

T o e e e e s e e e e

© Raise a mound of stone north of the corner.

22

?
§ S. 88° 10° W., beginning new measurement.

SRS

2

The corner of sections 25, 30, 31, and 36 on the west boundary of the Tp.,
: hereinbefore described.

39.16

preereasssnanas
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40.38

40.38

40.27

28
g
§
%
é‘
%
|
§
&
’% Raise a mound of stone west of the corner.
%{:
.
%
§
%
&
%
%
§
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 13 S.,R. 1 W, SALT LAKE MERIDIAN, UTAH

N.1° o1’ W., between sections 29 and 30.

The 1/4 section corner of sections 29 and 30, monumented with a trachyte, 14x14x8
ins., marked 1/4 on the west face, set in a mound of stone.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T13S RIW
1/4
S30 | 29
1992

Deposit the marked stone alongside the aluminum post.

Z

1° 01’ W., beginning new measurement.

The corner of sections 19, 20, 29, and 30, monumented with a quartzite, 16x12x7
ins., marked with notches, 2 on the south and 5 on the east edges, set in a mound
of stone.

% At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18 ins. in the ground to
bedrock, and in a mound of stone 4 ft. base, with aluminum cap marked:

T13S R1W
S19 | 820
S30 | S29
1992

. Deposit the marked stone alongside the aluminum post.

. From the corner of sections 20, 21, 28, and 29.

89° 18’ W., between sections 20 and 29.

v

: The 1/4 section corner of sections 20 and 29, monumented with a quartzite,
: 24x16x10 ins., marked 1/4 on the north face.

© At the corner point

froce i s R
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20 ins. in the ground, in a
2 collar of stone, with aluminum cap marked:

2

PSRRI

T13S RIW
S20
1/4 $29
1992

| Deposit the marked stone alongside the aluminum post.

e R SR

Raise a mound of stone north of the corner.

S. 89° 15’ W., beginning new measurement.

The corner of sections 19, 20, 29, and 30.

S. 88° 33° W., between sections 19 and 30.

The 1/4 section comer of sections 19 and 30, monumented with a sandstone, 10x8x4
ins., marked 1/4 on the north face.

At the corner point

D S e S A AR I L R

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 16 ins. in the ground, in a
; mound of stone 4 ft. base, with aluminum cap marked:

T13S R1W

S19
4 -
1 $30

1992

% Deposit the marked stone alongside the aluminum post.

| S. 88° 46’ W., beginning new measurement.

. The corner of sections 19, 24, 25, and 30 on the west boundary of the Tp.,
hereinbefore described. '

From the corner of sections 19, 20, 29, and 30.

N. 0° 51’ W., between sections 19 and 20.

R R e

: Point for the 1/4 section corner of sections 19 and 20 at proportionate distance;
there is no remaining evidence of the original corner.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 13 S.,,R. 1 W., SALT LAKE MERIDIAN, UTAH

R

gSet an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18 ins. in the ground to
? bedrock, and in a mound of stone 4 ft. base, with alummum cap marked:

% T13S R1W
3:-

X%

1/4

¢ set at the corner of fences projecting west and northeast; this is accepted as a

S19 | s20

1992

The corner of sections 17, 18, 19, and 20, monumented with a rebar, 1/2 in. diam.,
careful and faithful reestablishment of the corner position.

=

R

At the corner point

#
ﬁ
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:
§
. T13S R1W
S17
S19 | S20
1992
% Deposit the rebar inside the aluminum post.
% Raise a mound of stone west of the corner.

From the corner of sections 16, 17, 20, and 21.

S 88° 44’ W., between sections 17 and 20.
Pomt for the E 1/16 section corner of sections 17 and 20.

£ Set an aluminum post, 30 ins, long, 2 1/2 ins. diam., 20 ins. in the ground, in a
. collar of stone, with aluminum cap marked:

S17
/16 ]
E 11 20

1992

The 1/4 section corner of sections 17 and 20 monumented with . rebar, 1/2 in. diam.,
with plastic cap marked: RLS 6464, set in a mound of stone;. this is accepted as a
i careful and faithful reestablishment of the corer position.

S R S 3 R eSS0 R

: At the corner point

i Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
g aluminum cap marked:
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T. 13 S.,R. 1 W,, SALT LAKE MERIDIAN, UTAH

T13S R1W
S17
1/4 $20
1992

Deposit rebar inside the aluminum post.

Ralse a mound of stone north of the corner.

. S.88° 44 W, , beginning new measurement.

i The corner of sections 17, 18, 19, and 20.

N. 88° 26’ W., between sections 18 and 19.
: Point for the E 1/16 section corner of sections 18 and 19.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

S18
E 1/16 S19

1992

Corner is located 40 lks. north of a fence which bears east and west.

RO R

40.78

The 1/4 section corner of sections 18 and 19, monumented with a trachyte, 12x10x10
ins., marked 1/4 on the north face, set in a mound of stone.

.'sm&w.&wmmﬁzwmwmmwmmmmw&«::sz%mm:::-v R s

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T13S RIW
14 -S18
! S19
1992

SRRSO

Deposit the marked stone -alongside the aluminum post.
Raise a mound of stone north of the cormer.
Corner is located 180 lks. north of a fence which bears east and west.

From this corner a rebar, 1/2 in. diam., with plastic cap marked: RLS 6464, bears S.
30 12° W., 1.76 chs. dist.

B e A oS o

B R e e S BT
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T. 13 S.,R. 1 W,, SALT LAKE MERIDIAN, UTAH

S. 86° 58' W., beginning new measurement.

R R e S A o

SRR

© The comer of sections 13, 18, 19, and 24 on the west boundary of the Tp.,
hereinbefore described.

From the corner of sections 17, 18, 19, and 20.

N. 0° 48° W., between sections 17 and 18.
Point for the S 1/16 section corner of sections 17 and 18.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

S 1/16
S18 | s17
1992

Corner is located approximately 3 chs. south of the corner of fences projecting
Z north and east.

: The 1/4 section corner of sections 17 and 18, monumented with a rebar, 1/2 in.
diam., with plastic cap marked: RLS 6464; this is accepted as a careful and faithful
reestablishment of the corner position.

At the corner point

R R R R

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
% aluminum cap marked:

T13S R1W
1/4
S18 | S17
1992

Deposit the rebar inside the aluminum post.

s S R B o R R g oo

Corner is located 113 lks. north of the corner of fences projecting north, south and
west.

#

g From the corner of sections 8,9, 16, and 17.

]

% S. 87° 58 W., between sections 8 and 17.

. Point for the E 1/16 section corner of sections 8 and 17.
E

#
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

S8 _
E 1/16 17

1992

e 1/4 section corner of sections 8 and 17, monumented with a rebar, 1/2 in.

i diam., with plastic cap marked: RLS 6464, set 1 ft. below the surface of the ground
in a cultlvated field; this is accepted as a careful and faithful reestablishment of the
: corner position.

?

40.58

At the corner point

i Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
: aluminum cap marked:

T13S R1IW
S8 _
517
1992

1/4

Deposit the rebar inside the aluminum post.

IR

From the corner of sections 7, 8, 17, and 18, monumented with an aluminum rod,
3/4 in. diam., projecting 6 ins. above the ground, with Juab County Survey aluminum
% cap marked: T13S RIW S7 S8 S17 S18; this is accepted as a careful and faithful
reestablishment of the corner position.

Corner is located in a fence which bears north and south.

N. 86° 19° W., between sections 7 and 18.

Point for the E 1/16 section corner of sections 7 and 18.

20.33

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

SRRSO

E 1/16 ST

S18
1992

Corner is located 15 lks. east of a fence which bears north and south.

40.66

: The 1/4 section corner of sections 7 and 18, monumented with a sandstone, 16x10x8
. ins., marked 1/4 on the north face, set in a mound of stone.

At the comer point

B e e O e R S o e S R

;;:
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNgEs, T. 13 S.,,R. 1 W,, SALT LAKE MERIDIAN, UTAH

# Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T13S RIW
S7_
518
1992

1/4

Deposit the marked stone alongside the aluminum post.
: Raise a mound of stone north of the corner.

From this corner a rebar, 1/2 in. diam., with plastic cap marked: RLS 6464, bears S.
12° W., 3.05 chs. dist.

S. 84° 40’ W., beginning new measurement.
Point for the W 1/16 section corner of sections 7 and 18.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

w116 =L

S18
1992

The corner of sections 7, 12, 13, and 18, on the west boundary of the Tp.,
hereinbefore described.

From the 1/4 section corner of sections 7 and 8, monumented with an aluminum
rod, 3/4 in. diam., projecting 6 ins., above the ground, with Juab County Survey
aluminum cap marked: T13S R1W 1/4 S7 S8; this is accepted as a careful and

: faithful reestablishment of the corner position. No improvements were made to this
. monument.

Corner ‘is located at the corner of fences projecting north, south and west.

0° 39° W., between sections 7 and 8.

Z

Point for the corner of sections 5, 6, 7, and 8, determined latitudinally at
o proportionate distance and longitudinally in line with a N-S fence line, S of State
% Highway No. 132, projecting S.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 13 S.,,R. 1 W,, SALT LAKE MERIDIAN, UTAH

CHAINS ,
T13S R1W
S6 | S5
S7 | S8
1992

2208

Corner is located at the west edge of a road which bears north and south, and 50
lks. west of N-S fence line.

%
&
#
B
@

From this corner the corner of sections 5 and 6 on the north boundary of the Tp.,
bears N. 0° 37° W., 76.33 chs. dist.; this control line was retraced and the
intervening 1/4 section corner searched for but not found.

RN

The corner of sections 5 and 6 is monumented with a concrete post, 10 ins. diam.,
set in a collar of stone, marked: 6 + 5. This is accepted as a careful and faithful
remonumentation of the original corner. A trachyte, 9x8x7 ins, marked with
notches, 5 and 1 on opposite edges, is set alongside the concrete post.

R oo o SRR

: g Comer is located at the corner of fences projecting south, east and west.
] From this corner a rebar, 1/2 in. diam., with plastic cap marked: RLS 6464, bears
k § South, 6 lks. dist.
$§ From the corner of sections 4, 5, 8, and 9.
. | 5.87° 03 W., between sections 5 and 8.
: 20.135% Point for the E 1/16 section corner of sections 5 and 8.
@ #
% . Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
f aluminum cap marked:
E 1/16 =
S8
1992

R R R

Comner is located 50 lks. north of the corner of fences projecting north, south and
east.

40.27

| Point for the 1/4 section corner of sections 5 and 8 at proportionate distance; there
is no remaining evidence of the original corner.

O Ao R oa 2R S e

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
% aluminum cap marked:

R e e e

SIS

' % T13S RIW
: | 1 2

. : S8

% 1992

. %
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNES, T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

3
§

The corner of sections 5, 6, 7, and 8.

S. 89° 32° W., between sections 6 and 7.

oint for the 1/4 section corner of sections 6 and 7 at proportionate distance; there
is no remaining evidence of the original corner.

[ores

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
. aluminum cap marked:

T13S R1W

S6
14 ==
S7

1992

The comer of sections 1, 6, 7, and 12 on the west boundary of the Tp.,

. monumented with a trachyte, 12x10x6 ins., marked with grooves, 1 on the north and
5 on the south faces; a rebar, 5/8 in. diam., is set alongside the marked stone.

At the corner point

# Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T13S
R2W R1W

1 S6
S12 | §7
1992

Deposit the marked stone alongside and the rebar inside the aluminum post.

Corner is located 6 lks. west of a fence which bears north and south.

The Subdivision of Section 7,
T. 13 S., R. 1 W, Salt Lake Meridian, Utah

R R R R R B R R A B BRSO RPN SRR OB ARISE PR

: From the 1/4 section corner of sections 7 and 18.

§ N.0° 42°W., on the N-S center line of section 7.

# Point for the center 1/4 section corner at intersection with the E-W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
% aluminum cap marked:

i3
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THE SUBDIVISION OF SECTION 7,
T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

e :
T13S R1IW

C1/4 87
1992

From the 1/4 section corner of sections 7 and 8.

£ S.89° 55 W., on the E-W center line of section 7.

Point for the center E 1/16 section corner falls at the center of a road which bears
# north and south.

SERIESS

Set a railroad spike flush with the surface of the road.

o

B B B A S R OB

from which

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground,
for a reference monument, with aluminum cap marked: CE 1/16 S7 16.5FT
and an arrow pointing to the corner, bears

S. 45° 05" E., 25 Iks. dist.

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground,
for a reference monument, with aluminum cap marked: CE 1/16 S7 16.5FT
and an arrow pointing to the corner, bears

S. 44° 55° W., 25 lks. dist.

# The center 1/4 section corner.

e 1/4 section corner of sections 7 and 12 on the west boundary of the Tp.,
ereinbefore described.

e

TR

R

RS

R R

2

From the E 1/16 section corner of sections 7 and 18.

N. 0° 40’ W., on the N-S center line of the SE 1/4 of section 7.

The center E 1/16 section corner.

The Subdivision of Section 8,
T. 13 8., R. 1 W, Salt Lake Meridian, Utah

From the 1/4 section corner of sections 8 and 17.

Py
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THE SUBDIVISION OF SECTION 8,
T.13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

s
5
%
2
5
3
<3

T13S R1W
C1/4 S8
1992

RRRRLIENZE

The 1/4 section corner of sections 5 and 8.

80.84

SR ISR s

From the 1/4 section corner of sections 8 and 9.

S. 87° 30° W., on the E-W center line of section 8.

20.21

Point for the center E 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

c -E V16

S8
1992

Raise a mound of stone north of the corner.

Corner is located approximately 1 ch. east of a fence which bears north and south.

40.42

The center 1/4 section comer.

80.84

The 1/4 section corner of sections 7 and 8.

From the center E 1/16 section corner.

1° 00’ W., on the N-S center line of the NE 1/4.

5 N.
The E 1/16 section corner of sections § and 8.

R B R B R R S R R PR AR

| 40.58

# % From the E 1/16 section corner of sections 8 and 17.

%f % N. 1° 00° W., on the N-S center line of the SE 1/4 of section 8.
£ 40.57 e center E 1/16 section corner.

R
R



364

27

THE SUBDIVISION OF SECTION 17,
T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

CHAINS™ . ——
] The Subdivision of Section 17,
: T. 13 S.,,R. 1 W, Salt Lake Meridian, Utah

From the 1/4 section corner of sections 17 and 20.

" N.1° o1’ W., on the N-S center line of section 17.

20.075 Point for the center S 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18 ins. in the ground, in a
mound of stone 3 ft. base, with aluminum cap marked:

C
S 1/16 | S17

c

1992

%
%’;

2

% 40.15 : Point for the center 1/4 section corner at intersection with the E-W center line.
%.#

iff ¢ Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
: aluminum cap marked:

% % T13S RIW

% % C 14 S17

% 1992

. 60.445: Point for the center N 1/16 section corner.

#

# Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
i aluminum cap marked:

C
N 1/16 | S17
C

1992

Corner is located 125 lks. south and 50 lks. east of the corner of fences projecting
south and east.

R R e

80.74

RRRe

The 1/4 section corner of sections 8 and 17.

From the 1/4 section corner of sections 16 and 17.

. S. 88° 40’ W., on the E-W center line of section 17.

g e R e Ao e a o

20.005 % point for the center E 1/16 section corner; not monumented.

B A R R R T
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THE SUBDIVISION OF SECTION 17,
T.13 S.,R. 1 W,, SALT LAKE MERIDIAN, UTAH

o LS SR S e

The center 1/4 section corner.

The 1/4 section corner of sections 17 and 18.

: From the point for the center E 1/16 section corner.

SRS

N. 0° 38’ W., on the N-S center line of the NE 1/4.

! Point for the NE 1/16 section corner at intersection with the E-W center line of the
NE 1/4.

' Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18 ins. in the ground to
: bedrock, and in a mound of stone 3 ft. base, with aluminum cap marked:

NE 1/16 S17
1992

% The E 1/16 section corner of sections 8 and 17.

% From the point for the N 1/16 section corner of sections 16 and 17.

S. 88° 19’ W., on the E-W center line of the NE 1/4 of section 17.

G SRR

&

e NE 1/16 section corner.

=

e center N 1/16 section corner.

From the center S 1/16 section corner.

S. 88° 42° W., on the E-W center line of the SW 1/4,

The S 1/16 section corner of sections 17 and 18.

The Subdivision of Section 18,
T. 13 S.,R. 1 W,, Salt Lake Meridian, Utah

From the 1/4 section corner of sections 18 and 19.

N.0° 35’ W., on the N-S center line of section 18.

Point for the center 1/4 section corner at intersection with the E-W center line.

B B B R R R R P R RS R AR



S

228

SRR

81.69

R0

20.30

40.60
61.77

75.19

R R L TR LT L LY P N O PP VPO TO TP RITVIey

SRS R0

41.58

*

366

29

THE SUBDIVISION OF SECTION 18,
T.13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

C 1/4 s18
1992

g T13S R1W
%
.
2

Raise a mound of stone west of the corner.

: The 1/4 section corner of sections 7 and 18.

: From the 1/4 section corner of sections 17 and 18.

S. 89° 30 W., on the E-W center line of section 18.

Point for the center E 1/16 section corner.

- Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
: aluminum cap marked:

E 1/16
C —=———¢C
S18
1992

The center 1/4 section corner.

Pomt for the center W 1/16 section corner.

i Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
' aluminum cap marked:

W 116
€518 €
1992

The 1/4 section corner of sections 13 and 18 on the west boundary of the Tp.,
hereinbefore described.

From the center E 1/16 section corner.

Z

.0°% 37 W., on the N-S center line of the NE 1/4.

The E 1/16 section corner of sections 7 and 18.

From the E 1/16 section corner of sections 18 and 19.

e e R R R R R e K S R T TR TR AN i R e e o S s
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THE SUBDIVISION OF SECTION 18,
T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

R R RS S

N. 0° 41’ W., on the N-S center line of the SE 1/4 of section 18.

39.37

The center E 1/16 section corner.

From the center W 1/16 section corner.

# N.0° 16’ W., on the N-S center line of the NW 1/4.

41.30 § The W 1/16 section corner of sections 7 and 18.

2

The Subdivision of Section 31,
T. 13 S,,R. 1 W,, Salt Lake Meridian, Utah

From the 1/4 section corner of section 31 only on the south boundary of the Tp.,
hereinbefore described.

N. 0° 44’ W., on the N-S center line of section 31.

20.015

Point for the center S 1/16 section corner; not monumented.

R AR S R R S S

40.03

Point for the center 1/4 section corner at intersection with the E-W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a

collar of stone, with aluminum cap marked:

T13S R1W
C1/4 831
1992

Corner is located 80 lks. north of a fence which bears east and west.

81.08

The 1/4 section comner of sections 30 and 31.

§

From the 1/4 section corner of sections 31 and 32.

S. 89° 25° W., on the E-W center line of section  31.

19.79

Point fo; the center E 1/16 section corner.

. Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

B w&m&%mmsmm:mwmmw&wwmﬁmmmwmmv«vx@&mwmwm5;55%»&%fey&%Wm%mmmmwmm&?xxmvsixﬁmw&swmwm«mg
B

O RRRIS SRR
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THE SUBDIVISION OF SECTION 31,
T. 13 S.,R. 1 W,, SALT LAKE MERIDIAN, UTAH

R
E 1/16

C —=—==-C

$31

1992

The center 1/4 section corner.

Point for the center W 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 6 ins. in the ground, in a
mound of stone 4 ft. base., with aluminum cap marked

W_1/16
C——==°C
S31
1992

Corner is located 25 lks. north of a fence which bears east and west.

The 1/4 section corner of sections 31 and 36 on the west boundary of the Tp.,
herembefore described.

i

rom the point for the E 1/16 section corner of section 31 only on the south
undary of the Tp., hereinbefore described.

g

.1° 18 W., on the N-S center line of the SE 1/4 of section 31.

Z

19.975‘ Point for the SE 1/16 section corner at intersection with the E-W center line of the

39. 95

19.985

39.97

: SE 1/4.

: Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
alummum cap marked:

SE 1/16 S31
1992

£ Raise a mound of stone west of the corner.

The center E 1/16 section corner.

From the S 1/16 section corner of sections 31 and 32.

»

. 89° 18 W., on the E-W center line of the SE 1/4 of section 31.

IR R R s e e e D L Pt S YR T TN AR TINY

The SE 1/16 section corner.

53

o

SRR

: The point for the center S 1/16 section corner.
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THE SUBDIVISION OF SECTION 31,

T. 13 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH
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From the center W 1/16 section corner.

N. 0° 16’ W., on the N-S center line of the NW 1/4.

The W 1/16 section corner of sections 30 and 31.
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Joseph M. Dhaenens Surveying Technician
Brandon S. Sanchez Surveying Technician

Steven J. Oatman Survey Aid
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CERTIFICATEOF SURVEY

1, Richard A. Zaninovich, Cadastral Surveyor, hereby certify upon honor that, in pursuance of special
instructions bearing the date of the 18th day of September, 1991, 1 have dependently resurveyed portions of
the north, south and west boundaries and subdivisional lines, and subdivided sections 7, 8, 17, 18, and 31, in
Township 13 South, Range 1 West,

of the Salt Lake Meridian, in the State of Utah, which are represented in the foregoing field notes as
having been executed by me and under my direction; and that said survey has been made in strict

conformity with said special instructions, the Manual of Instructions fog-he Survey of the Public Lands
of the United States, and in specific manner described in the foregoip§ ti S.
S-2%-94 ;//?7/‘ ;

I LA B W 7/
Date (Cadastral Surveyor)
Date (Cadastral Surveyor)

CERTIFICATEOF APPROVAL

BUREAU OF LAND MANAGEMENT
Salt Lake City, Utah

The foregoing field notes of the dependent resurvey of portions of the north, south and west boundaries and
subdivisional lines and the subdivision of sections 7, 8, 17, 18, and 31, Township 13 South, Range 1 West, Salt
Lake Meridian, Utah,
executed by Richard A. Zaninovich, Cadastral Surveyor
having been critically examined and found correct, are hereby approved.

August 19, 1994

Date (Chief Cadastral Surveyor, Utah State Office)




UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

ORIGINAL

FIELD NOTES

OF
THeE DEPENDENT RESURVEY OF

A PORTION OF THE WEST BOUNDARY,
A PORTION OF THE SUBDIVISIONAL LINES
AND THE
SUBDIVISION OF SECTION 7
IN

TOWNSHIP 14 SOUTH, RANGE 1 WEST

OF THE SALT LAKE MERIDIAN
IN THE STATE OF UTAH

EXECUTED BY

Richard A. Zaninovich
Cadastral Surveyor

Under special instructions dated November 6, 1991, approved November 6, 1991, which provided for the
surveys included under Group Number 779, and assignment instructions dated November 8, 1991.
Survey commenced November 8, 1991

Survey completed November 25, 1991
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TowNsHIP 14 SouTH, RANGE 1 WEST, SALT LAKE MERIDIAN, UTAH

The following field notes describe the dependent resurvey of a portion of the west
boundary and subdivisional lines and the subdivision of section 7, in Township 14
South, Range 1 West, Salt Lake Meridian, Utah,

A portion of the west boundary was surveyed by Ferdinand Dickert in 1871; this
portion was resurveyed and the remainder surveyed by Stewart and Stewart in 1898,
¢ The entire west boundary was resurveyed by Stewart and Heist in 1912. A portion

% of the subdivisional lines were surveyed by Charles Mogo in 1856; portions were
resurveyed and the subdivision of the township was completed by Stewart and
Stewart in 1898,

The survey was executed in accordance with the specifications set forth in the
Manual of Surveying Instructions, 1973, and the Special Instructions for Group No.
© 779, dated November 6, 1991.

The directions of lines were determined by hour angle observations of the sun and
Polaris, carried forward by sustained angulation. Distances were determined by
electronic measurement.

% Preliminary to the resurvey the lines of the original survey were retraced and a
diligent search was made for any evidence of the original field note record.

| Identified corners were remonumented in their original positions; lost corners were
" restored and monumented at proportionate positions based on the original record.
" The retracement data were thoroughly verified and only the true line notes are
given herein.

The geographic position of the NE corner of section 12, T. 14 S.,R. 2 W,  as
determined by a tie made to National Geodetic Survey station "CAPPS" is as
follows:

Latitude 39° 37° 13.74"N. Longitude 112° 00’ 50.12" W.
" N.A.D. 1927

. The mean magnetic declination as projected from the U.S. Geological Survey
. Magnetic Declination Map of 1985, is 14° E.

Dependent Resurvey of a Portion of the West Boundary,
T. 14 S.,R. 1 W, Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
Stewart and Stewart in 1898 and the Resurvey Executed by
Stewart and Heist in 1912

Beginning at the 1/4 section corner of section 13 only on the west boundary of the
. Tp., monumented with trachyte, 22x12x8 ins., marked 1/4 on the west face, and a
% mound of stone west of the corner.

At the corner point
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DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY,
T. 14 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

et an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
luminum cap marked:

T14S

R2W R1W

1/4

s13
1991

Deposit the ‘marked stone alongside the aluminum post.

Raise a mound of stone west of the corner.

N. 0° 09°W.,between sections 13 and 18.

The closing corner of sections 7 and 18, hereinafter described.

9.01

Continue between sections 7 and 13.

29.01

Point for the S 1/16 section corner of section 7 only.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

s 1/16
s7
1991

Raise a mound of stone west of the corner.

Point for the corner of sections 12 and 13 at proportionate distance; there is no
remaining evidence of the original corner.

39.98

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

T148
R2W R1W
S12
S13 87
1991

% Corner is located 3 lks. west of a fence which bears north and south.

N. 0° 09° W., between sections 7 and 12.

9.03 . i Point for the 1/4 section corner of section 7 only.
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DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY,
T. 14 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T148
R2W R1W
1/4
s7
1991

Comer is located 10 lks. northeast of the corner of fences projecting north and east.

20.05

Point for the S 1/16 section corner of section 12 only.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

S 1/16
512
1991

Corner is located 15 lks. north of the comer of fences projecting north, south and
west.

29.03

Point for the N 1/16 section corner of section 7 only; not monumented.
40.10 © The 1/4 section corner of section 12 only, monumented with a sandstone, 16x12x8
ins., (record, quartzite 18x20x6 ins.), marked 1/4 on the west face, and a mound of
stone west of the corner.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T148
R2W R1W
1/4
512
1991

Deposit the marked stone alongside the aluminum post.

Raise a mound of stone west of the corner.

N. 0° 09’ W., beginning new measurement.

8.93 | The closing corner of sections 6 and 7, hereinafter described.
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DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY,
T. 14 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

The corner of sections 1 and 12, T. 14 S., R. 2 W., monumented with an iron post,
3 ins. diam., projecting 12 ins. above the ground with brass cap marked as described
in the official record of the 1912 resurvey.

From this comer National Geodetic Survey station "CAPPS" bears N. 30° 29.1’W.,
267.49 chs. dist.

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 14 S.,R. 1 W., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
Stewart and Stewart in 1898

From the corner of sections 7, 8, 17, and 18, monumented with a quartzite,
18x12x10 ins., (record, 20x14x10 ins.), marked with 4 notches on the south edge, and
a mound of stone west of the corer.

At the comer point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
¢ aluminum cap marked:

T14S R1W

S7 S8

S18 S17
1991

Deposit the marked stone alongside the aluminum post.

Raise a mound of stone west of the corner.

N. 89° 58’ W., between sections 7 and 18.
19.91 Point for the E 1/16 section corner of sections 7 and 18.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

S7
S18
1991

E 1/16

39.82 The 1/4 section corner of sections 7 and 18, monumented with a trachyte, 14x12x6
ins., marked 1/4 on the north face.

At the corner point
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
Lines, T. 14 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

T1l4S RI1W
S7
S18

1991

1/4

Deposit the marked stone alongside the aluminum post.

S. 89° 23° W., beginning new measurement.
Point for the 80 1/16 section corner of sections 7 and 18.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18 ins. in the ground, in a
mound of stone 3 ft. base to top of aluminum cap marked:

1/16 —S1 80
S18
1991

Point for the 100 1/16 section corner of sections 7 and 18.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

1/16 —S7 100
518
1991

Point for the 120 1/16 section corner of sections 7 and 18.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

1/16 —S7 120
S18
1991

100.90 Point for the 140 1/16 section corner of sections 7 and 18.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:




39.72

19.86 |
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
Lings, T. 14 S.,R. 1 W, SALT LAKE MERIDIAN, UTAH

Raise a mound of stone north of the corner.

Point for the 200 1/16 section corner of sections 7 and 18; not monumented.

Intersect the west boundary of the Tp. at the closing corner of sections 7 and 18,
monumented with a trachyte, 18x10x8 ins., set in a collar of stone, marked with
grooves, 2 on the north and 4 on the south, and CC on the east face.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T148
R2W R1W
S7
C
S18 ¢
1991

S13

Deposit the marked stone alongside the aluminum post.
Raise a mound of stone east of the corner.

From this corner the 1/4 section corner of section 13 only, T. 14 S.,R. 2 W,,
hereinbefore described, bears S. 0° 09’ E., 9.01 chs. dist.

From the corner of sections 7, 8, 17, and 18.
N. 0° 15’ E., between sections 7 and 8.

Point for the S 1/16 section corner of sections 7 and 8; not monumented.

The 1/4 section corner of sections 7 and 8, monumented with a trachyte, 20x20x10
ins., broken in two pieces, no marks visible.

from which

A juniper, 8 ins. diam., bears N. 70° E., 22 Iks. dist., with illegible scribe
marks visible in an open, weathered blaze (record, 20 Iks.).

A juniper, 8 ins. diam., bears S. 60° W., 23 lks. dist., with illegible scribe
marks visible in an open, weathered blaze (record, N. 60° W., 21 Iks.).




DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 14 S.,R. 1 W, SALT LAKE MERIDIAN, UTAH

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

T14S R1W
1/4
S7 | s8
1991

Deposit stone monument alongside the aluminum post.

N. 2° 05’ W., beginning new measurement.

39.22 The corner of sections 5, 6, 7, and 8, monumented with a limestone, 20x8x6 ins.,
marked with notches, 5 on the south and 5 on the east edges, and a mound of stone

west of the corner.

At the comer point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

T14S R1W
S6 S5
57 S8

1991

Deposit the marked stone alongside the aluminum post.

N. 89° 20° W., between sections 6 and 7.

20.03

Point for the E 1/16 section corner of sections 6 and 7.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 4 ins. in the ground to
& bedrock, and in a mound of stone, 4 ft. base to top of aluminum cap marked:

' S6
16 —Ds
E 1/ S7

1991

40.06 : The 1/4 section corner of section 6 and 7, monumented with a quartzite, 16x10x8
ins., marked 1/4 on the north face, and a mound of stone north of the corner.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:




60.105

140.245
164.39

19.71
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
Lines, T. 14 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

T14S R1W

14 S8

S. 89° 36 W., beginning new measurement.

Point for the 100 1/16 section corner of sections 6 and 7; not monumented.
Point for the 180 1/16 section corner of sections 6 and 7; not monumented.
Intersect the west boundary of the Tp. at the closing corner of sections 6 and 7,

monumented with a sandstone, 14x12x4 ins., (record, quartzite 16x12x6 ins.) marked
with grooves, 1 on the north and 5 on the south faces, and CC on the east face, set

% in a collar of stone.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with an

¢ aluminum cap marked:

T148
R2W R1W
S6
s7

1991

S12

CC

Deposit the marked . stone alongside the aluminum post.

From this corner the 1/4 section corner of section 12 only, T. 14 S.,R. 2 W,

| hercinbefore described, bears S. 0° 09” E., 8.93 chs. dist.

The Subdivision of Section 7,
T. 14 S. R. 1 W., Salt Lake Meridian, Utah

From the 1/4 section corner of sections 7 and 18.
N. 1° 05’ W.,on the N-S center line of section 7.
Point for the center S 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:
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THE SUBDIVISION OF SECTION 7,
T. 14 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

c
s 1/16 | s7
C

1991
¢ Point for the center 1/4 section corner at intersection with the E-W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T14S R1W
c1/4 S7
1991

Point for the center N 1/16 section corner; not monumented.

The 1/4 section corner of sections 6 and 7.

From the 1/4 section corner of sections 7 and 8.

S. 89° 36’ W.,on the E-W center line of section 7.
Point for the center E 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

E 1/16 C
S7
1991

Raise a mound of stone north of the corner.

40.72 " The center 1/4 section corner.

80.94 : Point for the center 80 1/16 section corner; not monumented.

i 101.05 | Point for the center 100-1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20 ins. in the ground, in a
collar of stone, with aluminum cap marked:

c 1/16 100
s7
1991
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THE SUBDIVISION OF SECTION 7,
T. 14 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

Raise a mound of stone north of the corner.

Point for the center 120 1/16 section corner; not monumented.

Point for the center 180 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

¢ 1/16_ 180
S7
1991
Raise a mound of stone north of the corner.

201.60 Point for the center 200 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

¢ _1/16_ 200
S7
1991

205.77 : The 1/4 section corner of section 7 only, on the west boundary of the Tp.,
hereinbefore described.

From the center E 1/16 section corner.

N. 1° 35’ W.,on the N-S center line of the NE 1/4.

39.58 The E 1/16 section corner of sections 6 and 7.

From the E 1/16 section comer of sections 7 and 18.

N. 0° 25’ W.,on the N-S center line of the SE 1/4.

19.785 ¢ Point for the SE 1/16 section corner at intersection with the E-W center line of the
% SE 1/4.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

SE 1/16 7
1991




39.57

20.135
40.27

19.78

39.56

19.815

39.63
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THE SUBDIVISION OF SECTION 7,
T. 14 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

Raise a mound of stone west of the corner.

The center E 1/16 section corner.

From the point for the S 1/16 section corner of sections 7 and 8.

S. 89° 49° W.,on the E-W center line of the SE 1/4 of section 7.
The SE 1/16 section corner.

The center S 1/16 section cornet.

. From the 80 1/16 section corner of sections 7 and 18.

N. 0° 52° W.,on the N-S 80 1/16 line of the SW 1/4 of section 7.

Point for the S 80 1/16 section corner at intersection with B-W center line of the
SW 1/4.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with

% aluminum cap marked:

s __1/16 80
S7
1991

The point for the center 80 1/16 section corner.

% From the 100 1/16 section corner of sections 7 and 18.

N. 0° 46’ W.,on the N-S 100 1/16 line of the SW 1/4 of section 7.

Point for the $ 100 1/16 section comer at the intersection with the E-W center line
of the SW 1/4.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

s _1/16 100
S7
1991

The center 100 1/16 section corner.

From the 120 1/16 section corner of sections 7 and 18.
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THE SUBDIVISION OF SECTION 7,
T. 14 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

N. 0° 40’ W.,on the N-S 120 1/16 line of the SW 1/4 of section 7.

% Point for the S 120 1/16 section comer at the intersection with the E-W center line
of the SW 1/4.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

s _1/16 120
S7
1991

Raise a mound of stone north of the corner.

The point for the center 120 1/16 section corner.

From the point for the 200 1/16 section corner of sections 7 and 18.

N. 0° 15° W.,on the N-S 200 1/16 line of the SW 1/4 of section 7.

Point for the S 200 1/16 section corner at the intersection with the E-W center line
of the SW 1/4.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

s _1/16 200
S7
1991

Raise a mound of stone north of the corner.

The center 200 1/16 section cornef.

% From the center S 1/16 section comer of section 7.

S. 89° 30’ W.,on the E-W center line of the SW 1/4.
The S 80 1/16 section corner.
The S 100 1/16 section corner.
The S 120 1/16 section corner.

‘The S 200 1/16 section corner.
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19.995

39.99
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THE SUBDIVISION OF SECTION 7,
T. 14 S.,R. 1 W., SALT LAKE MERIDIAN, UTAH

The S 1/16 section corner of section 7 only, on the west boundary of the Tp.,
hereinbefore described.

From the center 100 1/16 section corner.

N. 0° 46> W.,on the N-S 100 1/16 line of the NW 1/4,

Point for the N 100 1/16 section corner at intersection with the E-W center line of
the NW 1/4.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

N _1/16 100
S7
1991

The point for the 100 1/16 section corner of sections 6 and 7.

From the center 180 1/16 section corner.

N. 0° 21’ W.,on the N-S 180 1/16 line of the NW 1/4.

Point for the N 180 1/16 section corner at intersection with the E-W center line of
the NW 1/4.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

N __1/16 180
S7
1991

The point for the 180 1/16 section corner of sections 6 and 7.

From the point for the center N 1/16 section corner.

S. 89° 36’ W.,on the E-W center line of the NW 1/4.
The N 100 1/16 section corner.
The N 180 1/16 section corner.

The point for the N 1/16 section corner of section 7 only on the west boundary of
the Tp., hereinbefore described.
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CERTIFICATEOF SURVEY

I, Richard A. Zaninovich, Cadastral Surveyor, hereby certify upon honor that, in pursuance of special
instructions bearing the date of the 6th day of November, 1991, 1 have dependently resurveyed a portion of
the west boundary a portion of the subdivisional lines and subdivided section 7, in Township 14 South, Range 1
West,

of the Salt Lake Meridian, in the State of Utah, which are represented in the foregoing field notes as
having been executed by me and under my direction; and that said survey has been made in strict
conformity with said special instructions, the Manual of Instructiongfi the Survey of the Public Lands
of the United States, and in specific manner described in the fopfgoigg fi

(L

/ U7
Date (Cadastral Surveyor)
Date (Cadastral Surveyor)

CERTIFICATEOF APPROVAL

BUREAU OF LAND MANAGEMENT
Salt Lake City, Utah

The foregoing field notes of the dependent resurvey of a portion of the west boundary, a portion of the
subdivisional lines and the subdivision of section 7 in Township 14 South, Range 1 West, Salt Lake Meridian,
Utah,

executed by Richard A. Zaninovich, Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

November 23, 1994

Date (Chief Cadastral Surveyor for Utah)
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UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

ORIGINAL

FIELD NOTES

OF
THE DEPENDENT RESURVEY OF

PORTIONS OF THE
NORTH BOUNDARY AND SUBDIVISIONAL LINES
AND THE
SUBDIVISION OF SECTIONS 13, 24, aND 25,
IN

TOWNSHIP 13 SOUTH, RANGE 2 WEST

OF THE SALT LAKE MERIDIAN
IN THE STATE OF UTAH

EXECUTED BY

Richard A. Zaninovich
Cadastral Surveyor

Under special instructions dated September18, 1991, approved September 18, 1991, which provided for the
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TOWNSHIP 13 SOUTH, RANGE 2 WEST, SALT LAKE MERIDIAN, UTAH

Cfi’?&’i.‘:k‘i‘:&%‘m%' R s
The following field notes describe the dependent resurvey of portions of the
: north boundary and subdivisional lines and the subdivision of sections 13, 24

: and 25, Township 13 South, Range 2 West, Salt Lake Meridian, Utah.

. Portions of the north boundary were surveyed by A.J. Stewart in 1878 and by
Stewart and Stewart in 1898; a portion was resurveyed by Bird and Nelson in
1944. The subdivisional lines were surveyed by Stewart and Stewart in 1898,
A portion of the east boundary was resurveyed concurrently under this group.
Stephen L. Ludlow, RLS 5342, and Ronald L. Enger, RLS, 6464, have

i executed surveys in this area.

The survey was executed in accordance with the specifications set forth in the
Manual of Surveying Instructions, 1973, the Special Instructions for Group
No. 758, dated September 18, 1991.

R R S S R R R S S S b S SRS

The directions of lines were determined by hour angle observations of the sun
and Polaris, carried forward by sustained angulation. Distances were
detcrmmed by electronic measurement.

20

SRR

% Preliminary to the resurvey the lines of the original survey were retraced and
# a diligent search was made for any evidence of the original field note record.
Identified corners were remonumented in their original positions; lost corners
were restored and monumented at proportionate positions based on the
original record. The retracement data were thoroughly verified and only the
¥ true line notes are given herein.

RS

SRR

RS

The geographic position of the southeast corner of the township monumented
with and aluminum post, 2 1/2 ins. diam., set in a mound of stone with
aluminum cap marked as described in the official record of the concurrent
resurvey of T. 13 S.,R. 1 W., as determined by ties made to National

: Geodetic Survey Tnangulatxon stations "CAPPS" and "CEDAR" (surveyed
concurrently in T 13 S.,R. 1 W), is as follows:

: Latitude 39° 37’ 47.61"N. Longitude 111° 59’ 11.01" W.
N A.D. 1927

# The mean magnetic declination as prOJected from the U.S. Geological Survey
: Magnetic Declination Map of 1985, is 13 1/2° E.

RS

Dependent Resurvey of a Portion of the North Boundary,
T. 13 S.,,R. 2 W, Salt Lake Meridian, Utah

SRR

SRR

Reestablishment - of the Survey Executed by A.J, Stewart in 1878

@

B B R e e R e o e ST LY R T Y VYN AT RN DAY

o




SROSHRR RN

o
2

e RS

o
&

o

#
i
ol
#
&
#
]
#

40.01

80.02

40.01 .

80.02 |

) 392

DEPENDENT RESURVEY OF A PORTION OF THE NORTH BOUNDARY,
T. 13 S.,R. 2 W,, SALT LAKE MERIDIAN, UTAH

% Beginning at the corner of sections 1, 6, 31, and 36, Tps. 12 and 13 S.,Rs. 1 and 2
W., at the northeast corner of the township, monumented with an aluminum post, 2
172 ins., diam., projecting 6 ins. above the ground., with a Juab County Survey
aluminum cap marked: T12N R2W RI1W 8§36 S31 S1 S6 T13S 198S5; this is accepted
: as a careful and faithful reestablishment of the corner position. No improvements

: were made on this monument,

Corner is located at the corner of fences projecting north, south and east.

S. 89° o7 W., between sections 1 and 36.

Point for the 1/4 section corner of sections 1 and 36 at proportionate distance; there
is no remaining evidence of the original corner. Not monumented.

Point for the corner of sections 1, 2, 35, and 36 at proportionate distance; there is
no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
aluminum cap marked:

T12S R2W

S35 | S36

s2 s1
T13S R2W
1991

Corner is located 75 lks. east of a fence which bears north and south.

£ S.89° o7’ W., between sections 2 and 35.

¢ Point for the 1/4 section corner of sections 2 and 35 at proportionate distance; there
: is no remaining evidence of the original corner. Not monumented.

The corner of sections 2, 3, 34, and 35, monumented with a quartzite, 22x10x4 ins.,
: marked with notches, 2 on the east and 4 on the west edges, set in a mound of
stone; a rebar, 1/2 in. diam., is set alongside the marked stone.

from which

A juniper, 15 ins. diam., bears S. 30° E., 76 Iks. dist., marked: T13S R2W
S2 BT (record 22 Iks.).

w&wwmm@mwmww&ws@fma&:wmsm#fmmwWMWWW%W.W%MWm

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 10 ins. in the ground to
bedrock and in a mound of stone 4 ft. base, with aluminum cap marked:

R A SR B3R

po
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DEPENDENT RESURVEY OF A PORTION OF THE NORTH BOUNDARY,
T. 13 S.,R. 2 W., SALT LAKE MERIDIAN, UTAH

T12S R2W
S34 | S35
S3 82

T13S R2W
1991

Deposit the marked stone alongside and the rebar inside the aluminum post.

Corner is located 30 lks. west of a fence which bears north and south.

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 13 S.,R. 2 W, Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
Stewart and Stewart in 1898

2202

From the corner of sections 25, 30, 31, and 36 on the east boundary of the Tp.,
monumented with an aluminum post, 2 1/2 ins. diam., set in mound of stone, with
aluminum cap marked as described in the official record of the concurrent resurvey
of T.13 S.,,R. 1 W,

S S LT

SRR

B

N. 89° 27° W., between sections 25 and 36.
39.53 & The 1/4 section corner of sections 25 and 36, monumented with a limestone,

16x10x6 ins., marked 1/4 on the north face, set in a mound of stone; a rebar, 1/2 in.
diam., with aluminum cap marked: T13S R2W 1/4 S25 $36 RLS 6464, is set
alongside the marked stone.

At the corner point

¢ Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 10 ins. in the ground to
i bedrock, and in a mound of stone, 4 ft. base, with aluminum cap marked:

R :WM:&:::;-:&::;:&Wm&mmmmsm&ﬁg&smmmWmm&xwym:mmf&mmmwmim. %

T13S R2W
S25
1/4 ==
S36
1992

Depos1t the marked stone alongside and the rebar inside the aluminum post.

S 89° 24’ W. , beginning new measurement.
39,98 The comer of sections 25, 26, 35, and 36, monumented with a sandstone, 14x8x6

ins., marked with notches, 1 on the south and 1 on the east edges, and a mound of
stone west of the corner.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNEs, T. 13 S.,R. 2 W,, SALT LAKE MERIDIAN, UTAH

At the corner point

SRR
=

¢ Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, in a
§ collar of stone, with aluminum cap marked:

§

. T13S R2W

. $26 | s25

‘ S35 | S36
1991

Deposit the marked stone alongside the aluminum post.

% Corner is located 10 lks. east of the corner of fences projecting north, south and
& east.

From this corner a rebar, 1/2 in. diam., with aluminum cap marked: T13S R2W 8§25
. 526 S35 S36 RLS 6464, bears West, 10 Iks. dist.

% N.0° 12’ W., between sections 25 and 26.

R R e o e R 2

40.34 i The 1/4 section corner of sections 25 and 26, monumented with a limestone,
16x10x6 ins., marked 1/4 on the west face; a rebar, 1/2 in. diam., with aluminum cap

marked: T13S R2W 1/4 825 S26 RLS 6464, is set alongside the marked stone.

R IR T L YRRLLS.

SRR

from which

o3

A juniper, 12 ins. diam., bears S. 78° E., 148 Iks. dist., with scribe marks
visible in a partly healed blaze (record 130 lks.).

SRR

A juniper, 10 ins. diam., bears S. 58° W., 45 lks. dist., with scribe marks
visible in a partly healed blaze (record 48 lks.).

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 12 ins. in the ground to
bedrock, and in a mound of stone 4 ft. base, with aluminum cap marked:

T13S R2W
1/4
S26 | 25
1991

Deposit the marked stone alongside and the rebar inside the aluminum post.

Corner is located 60 lks. west of a fence which bears north and south.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNEs, T. 13 S.,R. 2 W,, SALT LAKE MERIDIAN, UTAH

R B e

: From the corner of sections 19, 24, 25, and 30 on the east boundary of the Tp.,
 monumented with an aluminum post, 2 1/2 ins. diam., projecting 6 ins. above the
ground, with aluminum cap marked as described in the official record of the
concurrent resurvey of T. 13 S.,R. 1 W., and a mound of stone west of the cormner.

PRSI

N 89° 25° W., between sections 24 and 25.

e
2R

The 1/4 section corner of sections 24 and 25, monumented with a sandstone, 14x8x5

ins., marked 1/4 on the north face, and a mound of stone north of the corner; a
rebar, 1/2 in. diam., with aluminum cap marked: T13S R2W 1/4 $24 S25 RLS 6464,
1s set alongside the marked stone.

¢ from which

R R SR RS SR

A juniper, 12 ins. diam., bears N. 11° W., 46 Iks. dist., with a healed blaze
(record 43 lks.).

2

A juniper, 12 ins. diam., bears S. 47° W., 30 Iks. dist., with scribe marks
visible in a partly healed blaze (record 22 Iks.).

RS

.y
2

At the corner point

: Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
alummum cap marked:

DR

T13S R2W
S24
S25
1992

1/4

Deposit the marked stone alongside and the rebar inside the aluminum post.

Raise a mound of stone north of the corner.

S 89° 25’ W., beginning new measurement.
Point for the W 1/16 section corner of sections 24 and 25.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

w11 -S4

The corner of sections 23, 24, 25, and 26, monumented with a sandstone, 16x8x8
ins., marked with notches, 2 on the south and 1 on the east edges.

R R R R B B S S S S S s
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNEs, T. 13 S.,R. 2 W,, SALT LAKE MERIDIAN, UTAH

At the corner point

: Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

T13S R2W

S23 | S24

526 | 825
1991

< wmmsmm%mm&mmmw

Deposit the marked stone alongside and a magnet at base of the aluminum post.

Corner is located in a fence which bears north and south.

From this corner National Geodetic Survey Triangulation station "CAPPS" bears N,
84° 05.2’W., 175.04 chs. dist.

N R R R TR

From the corner of sections 13, 18, 19, and 24 on the east boundary of the Tp.,
monumented with an aluminum post, 2 1/2 ins., diam., set in a mound of stone,
with aluminum cap marked as described in the official record of the concurrent

resurvey of T. 13 S.,R. 1 W,

PRSI

S. 89° 57° W., between sections 13 and 24.

20.04

Point for the E 1/16 section corner of sections 13 and 24; not monumented.

R SRR RSRS

40.08

The 1/4 section corner of sections 13 and 24, monumented with a limestone, 16x8x6

ins., marked 1/4 on the north face; a rebar, 1/2 in. diam., with aluminum cap
marked: T13S R2W 1/4 S13 S24 RLS 6464, is set alongside the marked stone.

2%

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

T13S R2W
S13
524
1991

1/4

Deposit the marked stone alongside and the rebar inside the aluminum post.

Corner is located in a fence which bears east and west.

From the 1/4 section corner of sections 13 and 14, monumented with a sandstone,
24x10x8 ins., marked 1/4 on the west face.

e S D S

pex
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T. 13 S.,R. 2 W,, SALT LAKE MERIDIAN, UTAH

At the corner point

%

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T13W R2W
1/4
S14 | S13
1991
Deposit the marked stone alongside and a magnet at base of the aluminum post.
Raise a mound of stone west of the corner.

Corner is located in a fence which bears north and south.

North, between sections 13 and 14.

Point for the corner of sections 11, 12, 13, and 14 at proportionate distance; there
is no remaining evidence of the original corner.

PR R

B R g e s S P E e S S e I P YL YDA P

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

T13S R2W
S11 | S12
S14 | 813
1991

From this corner the corner of sections 1, 2, 35, and 36 on the north boundary of
the Tp., hereinbefore described, bears N. 0° 10’ W., 154.45 chs. dist.

Also from this corner the point for the corner of sections 10, 11, 14, and 15,
i determined at the corner of fences projecting north and east, bears S. 89° 36’ W
80 00 chs. dist.; this is accepted as the best available evidence of the original corner.

: Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T13S R2W
S10 | S11
S15 | S14
1991

;U

aise a mound of stone west of the corner.

ese control lines were retraced and the intervening corners searched for but not

""Ei
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 13 S.,R. 2 W, SALT LAKE MERIDIAN, UTAH

# From the comer of sections 7, 12, 13, and 18 on the east boundary of the Tp.,
monumented with an aluminum post, 2 1/2 ins. diam., set in a collar of stone, with
aluminum cap marked as described in the official record of the concurrent resurvey
of T.13 S.,,R. 1 W.

S 89° 37" W., between sections 12 and 13.

Pomt for the 1/4 section corner of sections 12 and 13 at proportionate distance;
: there is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T13S R2W
S12
S13
1991

1/4

The comer of sections 11, 12, 13, and 14.

e 3 R o e

The Subdivision of Section 13,
T. 13 S., R. 2 W, Salt Lake Meridian, Utah

From the 1/4 section corner of sections 13 and 24.

N. 0° 07’ E., on the N-S center line of section 13.

Point for the center S 1/16 section corner; not monumented.

Pomt for the center 1/4 section corner at intersection with the E-W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
# aluminum cap marked:

T13S R2W
C1/4 513
1991

R e B e e A A Ty S ST

The 1/4 section corner of sections 12 and 13.

From the 1/4 section corner of sections 13 and 18 on the east boundary of the Tp.
monumented with an aluminum post 2 1/2 ins. diam., set in a collar of stone, with
aluminum cap marked as described in the official record of the concurrent resurvey
i of T. 13 S.,,R. 1 W, :

oo s R R RS R R s
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THE SUBDIVISION OF SECTION 13,
T. 13 S.,R. 2 W., SALT LAKE MERIDIAN, UTAH

R S A SR R R

S 89° 49 W., on the E-W center line of section 13.

Point for the center E 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
~ aluminum cap marked:

c—E 116
S13 ¢
1991

.
§ The center 1/4 section corner.

& The 1/4 section corner of sections 13 and 14.

From the point for the E 1/16 section corner of sections 13 and 24.

N 0° 05’ E., on the N-S center line of the SE 1/4 of section 13.

Point for the SE 1/16 section corner, at intersection with the E-W center line of the
SE 1/4.

§
|
% Set an aluminum post, 30 ins, long, 2 1/2 ins. diam., 24 ins. in the ground, with
g aluminum cap marked:
%

SE 1/16 813
1991

: The center E 1/16 section corner.

From the S 1/16 section corner of sections 13 and 18 on the east boundary of the
£ Tp., monumented with an aluminum post, 2 1/2 ins. diam., projecting 6 ins. above
the ground, with aluminum cap marked as described in the official record of the
concurrent resurvey of T. 13 S.,R. 1 W,

S 89° 53’ W., on the E-W center line of the SE 1/4 of section 13.

The SE 1/16 section corner.

The point for the center S 1/16 section corner.

The Subdivision of Section 24,
T. 13 S.,,R. 2 W, Salt Lake Meridian, Utah

W@z&&mm%\%&mm@mmymm
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THE SUBDIVISION OF SECTION 24,
T. 13 S.,R. 2 W., SALT LAKE MERIDIAN, UTAH

R

o

-
=]
.-

8

: § From the 1/4 section corner of sections 24 and 25.

5o

R g M o K n R

2

g N. 0° 05° W., on the N-S center line of section 24.

R

39.83

Point for the center 1/4 section corner at intersection with the E-W center line,

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18 ins. in the ground to
bedrock, and in a mound of stone 3 ft. base, with aluminum cap marked:

T13S R2W
C 1/4 S24
1992

79.95

The 1/4 section corner of sections 13 and 24.

R o e R a B SR

PR SERRROREIS SRR

SRS

: From the 1/4 section corner of sections 19 and 24 on the east boundary of the Tp.,
monumented with an aluminum post, 2 1/2 ins., diam., set in a mound of stone,
with aluminum cap marked as described in the official record of the concurrent
resurvey of T. 13 S.,R. 1 W.

K3
&

N. 89° 58’ W., on the E-W center line of section 24.

R0

N. 0° 08’ W., on the N-S center line of the SW 1/4 of section 24.

:; 40.20 g The center 1/4 section corner.
§ &
jg 59.975 & Point for the center W 1/16 section corner.
2‘ % Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
i % aluminum cap marked:
RS f,‘ﬁ
% . C W 1/16 c
S24
. 1992
& % Raise a mound of stone west of the corner.
% g Corner is located 10 lks. southeast of the corner of fences projecting south and
: % west.
; 79.75 § The 1/4 section corner of sections 23 and 24, monumented with a blue limestone,
? .' 10x6x5 ins. above ground, marked 1/4 on W face, with mound of stone W of corner,
i ¥ No improvements were made to this monument.
i
ff i From the W 1/16 section corner of sections 24 and 25.
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THE SUBDIVISION OF SECTION 24,
T. 13 S.,R. 2 W., SALT LAKE MERIDIAN, UTAH

s '3'3:“"“'-.- ."'?‘. s
40 04 § The center W 1/16 section corner.
% The Subdivision of Section 25,
’ég T. 13 S.,R. 2 W,, Salt Lake Meridian, Utah
E}%
% From the 1/4 section corner of sections 25 and 36.
% é N. 0° 09° W., on the N-S center line of section 25.
% 39.88 § Point for the center 1/4 section corner at intersection with the E-W center line.
’ § Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
% % aluminum cap marked:
| § T138 R2W
: C1/4 825
g@ : 1992
z % Raise a mound of stone west of the comer.
i@ &
g 80.16 % The 1/4 section corner of sections 24 and 25.
P
) § From the 1/4 section corner of sections 25 and 30 on the east boundary of the Tp.,
,«" % monumented with an aluminum post, 2 1/2 ins. diam., set in a mound of stone, with
x aluminum cap marked as described in the official record of the concurrent resurvey
z %ofT. 13S,R. 1 W,
% S N.89° 55° W., on the E-W center line of section 25.
i :__«3
<t
: 39.70 % The center 1/4 section corner.
i%; 59.70 g Point for the center W 1/16 section corner.
& § Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18 ins, in the ground to
g § bedrock, and in a mound of stone 3 ft. base, with aluminum cap marked:
3% % c W 1/16 c
§ % S25
§ . 1992
% 79.70 # The 1/4 section corner of sections 25 and 26.
. .
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THE SUBDIVISION OF SECTION 25,

T. 13 S.,R. 2 W., SALT LAKE MERIDIAN, UTAH

N. 0° 13’ E., on the N-S center line of the NW 1/4 of section 25.

The W 1/16 section corner of sections 24 and 25.

From the center W 1/16 section corner.

S R S R R B A R O PR SRS R R R e B A S O s oo
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CERTIFICATEOF SURVEY

1, Richard A. Zaninovich, Cadastral Surveyor,hereby certify upon honor that, in pursuance of special
instructions bearing the date of the 18th day of September, 1991, 1 have dependently resurveyed portions of
the north boundary and subdivisional lines and subdivided sections 13, 24, and 25, in Township 13 South,
Range 2 West,

of the Salt Lake Meridian, in the State of Utah, which are represented in the foregoing field notes as
having been executed by me and under my direction; and that said survey has been made in strict
conformity with said special instructions, the Manual of Instructions for the ey, of Pullic Lands
of the United States, and in specific manner described in the foregoing fi ‘

S-2%-99 7/
(V4 ﬂ/ CA=777L
Date (Cadastral Surveyor)

Date (Cadastral Surveyor)

CERTIFICATEOF APPROVAL

BUREAU OF LAND MANAGEMENT
Salt Lake City, Utah

The foregoing field notes of the dependent resurvey of portions of the north boundary and subdivisional lines
and the subdivision of sections 13, 24, and 25, in Township 13 South, Range 2 West, Salt Lake Meridian, Utah,

executed by Richard A. Zaninovich, Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

August 19, 1994

Date (Chief Cadastral Surveyor, Utah State Office)
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UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

ORIGINAL

FIELD NOTES

OF
THE DEPENDENT RESURVEY OF

PORTIONS OF THE WEST BOUNDARY,
SUBDIVISIONAL LINES,
AND SUBDIVISION OF SECTION 31
AND THE
SURVEY OF A PORTION OF THE SUBDIVISION OF SECTION 31
IN

TOWNSHIP 3 SOUTH, RANGE 3 WEST

oF THE UINTAH SPECIAL MERIDIAN
IN THE STATE OF UTAH

EXECUTED BY

Richard A. Zaninovich
Cadastral Surveyor

Under Supplemental special instructions dated July 6, 1992, approved July 6, 1992, which provided for
Number 782, and assignment instructions dated April 15, 1992.

the surveys included under Group
Survey commenced July 7, 1992
Survey completed September21, 1992
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Township 3 South, Range 3 West
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TowNsHIP 3 SOUTH, RANGE 3 WEST, UINTAH SPECIAL MERIDIAN, UTAH

The following field notes describe the dependent resurvey of portions of the
west boundary, subdivisional lines and the subdivision of section 31 and the
survey of a portion of the subdivision of section 31 in Township 3 South,

. Range 3 West, Uintah Special Meridian, Utah.

D.G. Major surveyed the west boundary in 1882; portions were retraced and
esurveyed by Stewart and Booth in 1903 and Ralph Gentry in 1914. D.G.
Major surveyed the subdivisional lines and subdivided the sections by the 3
mile method in 1882; Ralph Gentry retraced and resurveyed portions of the
subdivisional lines in 1919. Portions of the south boundary were resurveyed
concurrently under this group. Jerry D. Allred, RLS 3817, and Clinton S.
Peatross, RLS 4779, have executed surveys for landowners in this area.

The survey was executed in accordance with the specifications set forth in the
Manual of Surveying Instructions, 1973, and Supplemental Special
Instructions, dated July 6, 1992, for Group No. 782, Utah.

The directions of lines were determined by hour angle observations of the sun
and Polaris, carried forward by sustained angulation. Distances were
determined by electronic measurement.

Preliminary to the resurvey the lines of the original survey were retraced and
a diligent search was made for any evidence of the original field note record.
Identified corners were remonumented in their original positions; lost corners
were restored and monumented at proportionate  positions based on the
original record. The retracement data were thoroughly verified and only the
true line notes are given herein.

The geographic position of the corner of sections 5, 6, 31 and 32 on the
south boundary of the township, as determined by ties made to National
Geodetic Survey stations "BLUE BENCH" and "BRIDGELAND" is as

follows:

Latitude 40° 10’ 15.37"N. Longitude 110° 15° 20.27"W.
N.A.D. 1927

G The mean magnetic declination as projected from the U.S. Geological Survey
% Magnetic Declination Map of 1985, is 13 1/2° E.

Dependent Resurvey of a Portion of the West Boundary,
T. 3 S.,R. 4 W., USM, Utah

Reestablishment of the Survey Executed by D.G. Major in 1882
and the Resurvey Executed by Ralph Gentry in 1914

Beginning at the corner of sections 31 and 36, T. 3 S.,Rs. 3 and 4 W,,
monumented with an iron post, 3 ins. diam., projecting 6 ins. above the
ground, with brass cap marked as described in the official record of the
concurrent resurvey of T. 4 S.,R. 3 W,
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DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY,
T.3 S.,R. 4 W., USM, UTAH

N. 0° 09’ W., between sections 31 and 36.

Point for the S 1/16 section corner of sections 31 and 36 at proportionate distance;
here is no remaining evidence of the original corner.

20.08

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
aluminum cap marked:

S 1/16
$36 | s31
1992

Corner is located 35 Iks. south of the center line of old Utah State Highway 40 and
35 lks. east of a fence which bears north and south.

The 1/4 section corner of sections 31 and 36, monumented with an iron post, 1 in.
diam., set in a mound of stone, with brass cap marked as described in the official
record of the 1914 resurvey.

40.16

Corner is located at the corner of fences projecting north, south and west.

Dependent Resurvey of a Portion of the Subdivisional Lines,
T.3 S.,R. 3 W., USM, Utah

Reestablishment of the Survey Executed by D.G. Major in 1882
and the Retracement Executed by Ralph Gentry in 1919

From the corner of sections 5, 6, 31, and 32, on the south boundary of the
township, monumented with an aluminum post, 2 1/2 ins. diam., set in a collar of
% stone, with aluminum cap marked as described in the official record of the
concurrent resurvey of T. 4 S.,R. 3 W., and a mound of stone west of the corner.

Corner is located 60 lks. west of the corner of fences projecting south and east.

N. 0° 25’ E., between sections 31 and 32.

19.935: Point for the S 1/16 section comer of sections 31 and 32 at proportionate distance;
there is no remaining evidence of the original corner. Not monumented.

39.87 i Point for the 1/4 section corner of sections 31 and 32 at proportionate distance;
there is no remaining evidence of the original corner. Not monumented.

59.805: Point for the N 1/16 section corner of sections 31 and 32 at proportionate -distance;
there is no remaining evidence of the original corner. Not monumented.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNgs, T. 3 S.,R. 3 W., USM, UTAH

Point for the corner of sections 29, 30, 31, and 32 at proportionate distance; there
is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
aluminum cap marked:

T3S R3W

$30 | S29

S31 | S32
1992

Raise a mound of stone west of the corner.

From this corner

The corner of sections 28, 29, 32 and 33, monumented with an iron
post, 2 ins. diam., set in a collar of stone, with iron cap marked:
T3S R3W $28 $29 $32 S33 1990, bears N. 89° 22’ E., 79.22 chs.
dist. This corner was remonumented by Jerry D. Allred, RLS 3817.

The corner of sections 25, 30, 31, and 36 on the west boundary of the
township, monumented with an iron post, 3 ins., diam., projecting 12
ins. above the ground, with brass cap marked as described in the
official record of the 1914 resurvey, bears S. 89° 49’ W., 78.55 chs.

dist.

The corner of sections 19, 20, 29, and 30, monumented with an iron
post, 2 ins. diam., projecting 6 ins. above the ground, with brass
cap marked as described in the official record of the 1919 resurvey,
and a mound of stone west of the corner, bears N. 0° 14’ E., 79.74

chs. dist.

These control lines were retraced in the course of the 1919 resurvey and no
evidence of the intervening comers was found.

From this corner National Geodetic Survey station "BLUE BENCH" bears N. 35°
03’ 15" W., 204.95 chs. dist.

Dependent Resurvey of a Portion of the Subdivision of
Section 31, T. 3 S.,R. 3 W., USM, Utah

Reestablishment of the Survey Executed by D.G. Major in 1882

From the point for the S 1/16 section corner of sections 31 and 32.

S. 89° 30° W., on the center line of the south 1/2 of section 31.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISION OF
SectioN 31, T.3 S.,R. 3 W, USM, UTAH

Point for the SE 1/16 section corner at proportionate  distance; there is no
remaining evidence of the original corner. Not monumented.

39.20

. Point for the center S 1/16 section corner at proportionate distance; there is no
. remaining evidence of the original corner. Not monumented.

From this point a rebar, 1/2 in. diam., with plastic cap marked: LS 4779, bears N.
74° 56’ W., 94 Iks. dist.

Point for the SW 1/16 section corner at proportionate distance; there is no
remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

SW 1/16 S31
1992

From this corner a rebar, 1/2 in. diam., no cap, bears N. 81° 28’ W., 88 lks. dist.

77.96

The S 1/16 section corner of sections 31 and 36 on the west boundary of the
township, hereinbefore described.

From the point for the 1/4 section corner of sections 31 and 32.

S. 89° 36° W., on the east and west center line of section 31.

19.69

Point for the center E 1/16 section corner at proportionate  distance; there is no
remaining evidence of the original corner. Not monumented.

39.38

Point for the center 1/4 section corner at proportionate  distance; there is no
remaining evidence of the original corner. Not monumented.

59.07

Point for the center W 1/16 section corner at proportionate distance; there is no
remaining evidence of the original corner.

¢ Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

W 1/16
S31
1992

Cc

78.15 § The 1/4 section corner of sections 31 and 36 on the west boundary of the township,
hereinbefore described.
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THE SURVEY OF THE SUBDIVISION OF SecTiON 31,
T.3 S.,R. 3 W., USM, UTAH

The Survey of the Subdivision of Section 31,
T. 3 S.,R. 3 W,, USM, Utah

mer of sections 6 and 31 on the south boundary of the

From the W 1/16 section co
ownship, monumented with an aluminum post, 2 1/2 ins. diam., set flush with the
rked as described in

urface of the ground in an alfalfa field, with aluminum cap ma
he official record of the concurrent resurvey of
T.4S.,R.3W.

Corner is located 68 lks. east of a fence which bears north and south.

N. 1° 42’ E., on the N-S center line of the SW 1/4 of section 31.

The SW 1/16 section corner.

20.06

. 0° 22" W., beginning new measurement.

The center W 1/16 section corner.

20.04
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CERTIFICATEOF SURVEY

I, Richard A. Zaninovich, Cadastral Surveyor,hereby certify upon honor that, in pursuance of
supplemental special instructions bearing the date of the 6th day of July, 1992, 1 have dependently
resurveyed portions of the west boundary, subdivisional lines and the subdivision of section 31 and surveyed a

'y

portion of the subdivision of section 31, in Township 3 South, Range 3 West,

of the Uintah Special Meridian, in the State of Utah, which are represented in the foregoing field notes
as having been executed by me and under my direction; and that said survey has been made in strict
conformity with said special instructions, the Manual of Instructions for the Survey of the Public Lands

of the United States, and in specific manner described in the fmﬁﬂd notgs-
¥-26-9¢ ;%;g)

—[ T T

Date (Cadastral Surveyor)

Date (Cadastral Surveyor)

CERTIFICATEOF APPROVAL

BUREAU OF LAND MANAGEMENT
Salt Lake City, Utah

The foregoing field notes of the dependent resurvey of portions of the west boundary, subdivisional lines and
the subdivision of section 31 and the survey of a portion of the subdivision of section 31, in Township 3 South,
Range 3 West, Uintah Special Meridian, Utah,

executed by Richard A. Zaninovich, Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

November 23, 1994

Date (Chief Cadastral Surveyor for Utah)
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TOWNSHIP 4 SOUTH, RANGE 3 WEST, UINTAH SPECIAL MERIDIAN, UTAH

SR

The following field notes describe the dependent resurvey of portions of the
north, east and west boundaries and subdivisional lines and the subdivision of
certain sections in Township 4 South, Range 3 West, Uintah Special
Meridian, Utah.

The north, east and west boundaries and subdivisional lines were surveyed by
D.G. Major in 1882 and resurveyed by Stewart and Stewart in 1904. Ralph
Gentry resurveyed portions of the north and east boundaries in 1919. D.G.
Major subdivided all sections by the 3 mile method in 1882; the lottings and
areas shown on the approved plat of the 1904 resurvey reflect the normal
method of section subdivision. Jerry D. Allred, RLS 3817, and Clinton S,
Peatross, RLS 4779, have executed surveys for landowners in this area.

The survey was executed in accordance with the specifications set forth in the
% Manual of Surveying Instructions, 1973, the Special Instructions dated April 9,
1992 and Supplemental Special Instructions, dated July 6, 1992, for Group

No. 782, Utah.

o The directions of lines were determined by hour angle observations of the sun
and Polaris, carried forward by sustained angulation. Distances were
determined by electronic measurement.

Preliminary to the resurvey the lines of the original survey were retraced and
a diligent search was made for any evidence of the original field note record.
Identified corners were remonumented in their original positions; lost corners
were restored and monumented at proportionate positions based on the
original record. The retracement data were thoroughly verified and only the
true line notes are given herein.

The geographic position of the W 1/16 section corner of sections 12 and 13
as determined by ties made to National Geodetic Survey stations "BLUE
BENCH" and "BRIDGELAND" is as follows:

Latitude 40° 08> 31.82"N. Longitude 110° 10’ 30.48" W.
N.A.D. 1927

The mean magnetic declination as projected from the U.S. Geological Survey
Magnetic Declination Map of 1985, is 13 12° E.

Dependent Resurvey of a Portion of the East Boundary,
T. 4 S.,R. 3 W., USM, Utah

Reestablishment of the Survey Executed by D.G. Major in 1882
and the Resurvey Executed by Stewart and Stewart in 1904

Beginning at the corner of sections 1, 6, 7, and 12 on the east boundary of
the township, determined at the corner of fences projecting east, west and
south; this is accepted as the best available evidence of the original corner.




40.21

19.815:

20.31

DEPENDENT RESURVEY OF A PORTION OF THE EAST BOUNDARY,
T. 4 S.,R. 3 W,, USM, UtaH

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with

# aluminum cap marked:

T4S
R3W R2W
S1 S6
S12 } 87

1992

. N.0° 26> W., between sections 1 and 6.

Point for the 1/4 section corner of sections 1 and 6 at proportionate distance; there
is no remaining evidence of the original corner.

% Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, over

a steel fence post driven 5 ft. in the ground, with aluminum cap marked:

T4
R3W R2W
1/4
S1 | s6
1992

Reestablishment of the Survey Executed by D.G. Major in 1882
and the Resurveys Executed by Stewart and Stewart in 1904
and Ralph Gentry in 1919

N. 0° 45’ W., beginning new measurement.
Point for the N 1/16 section corner of section 6 only, T. 4 S.,R. 2 W..

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
aluminum cap marked:

N 1/16
S6
1992

Point for the N 1/16 section corner of section 1 only.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
aluminum cap marked:

N 1/16
S1
1992
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DEPENDENT RESURVEY OF A PORTION OF THE EAST BOUNDARY,
T.4 S.,R. 3 W., USM, UtaH

The corner of sections 1, 6, 31, and 36, Tps. 3 and 4 S.,Rs. 2 and 3 W,

monumented with an iron post, 3 ins. diam., projecting 6 ins. above the ground,
with brass cap marked as described in the official record of the 1919 resurvey.

Dependent Resurvey of a Portion of the West Boundary,
T. 4 S.,R. 3 W., USM, Utah

Reestablishment of the Survey Executed by D.G. Major in 1882
and the Resurvey Executed by Stewart and Stewart in 1904

From the 1/4 section comer of sections 1 and 6, on the west boundary of the
township, determined at the corner of fences projecting north, south and east; this is
accepted as the best available evidence of the original corner.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with

aluminum cap marked:

T4S
R4W R3W
1/4
St | s6
1992

N. 0° 28" W., between sections 1 and 6.

The corner of sections 1 and 6, T. 4 S.,Rs. 3 and 4 W., monumented with an

% aluminum post, 2 1/2 ins. diam., projecting 8 ins. above the ground, with Duchesne

County Survey aluminum cap marked: T4S R3W R4W 81 S6 1992; this is accepted
as the locally recognized corner position, properly established under the authority of
the county surveyor.

Corner is located in a fence which bears east and west.

Dependent Resurvey of a Portion of the North Boundary,
T. 4 S.,R. 3 W, USM, Utah

Reestablishment of the Survey Executed by D.G. Major in 1882
and the Resurveys Executed by Stewart and Stewart in 1904
and Ralph Gentry in 1919

From the corner of sections 1, 6, 31, and 36, Tps. 3 and 4 S.,Rs. 2 and 3 W,
hereinbefore described.

N. 89° 27’ W., between sections 1 and 36.
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T.4 S.,R. 3 W., USM, UTAH

Point for the E 1/16 section corner of sections 1 and 36 at proportionate distance;
there is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 20 ins. in the ground, in a
collar of stone, with aluminum cap marked:

S36
St
1992

E 1/16

Point for the 1/4 section corner of sections 1 and 36, determined latitudinally by a

fence which bears east and west and at proportionate distance longitudinally; this is
accepted as the best available evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 20 ins. in the ground, in a
collar of stone, with aluminum cap marked:

T3S R3W
S36
1/4 —==—
S1
T4S
1992

N. 89° 47° W., beginning new measurement.

The W 1/16 section corner of sections 1 and 36, determined at the corner of fences
projecting north, south, east and west; this is accepted as the best available evidence
of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 20 ins. in the ground, in a

2 collar of stone, with aluminum cap marked:

S36
S1
1992

W 1/16

Reestablishment of the Survey Executed by D.G. Major in 1882
and the Resurvey Executed by Stewart and Stewart in 1904

g From the corner of sections 5, 6, 31, and 32, monumented with a sandstone, 14x8x6
% ins., marked with 5 notches and the letter A on the east face, and a mound of stone

west of the comner.
At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 18 ins. in the ground, in a
collar of stone, with aluminum cap marked:



DEPENDENT RESURVEY OF A PORTION OF THE NORTH BOUNDARY,
T.4 S.,R. 3 W., USM, UTAH

T3S R3W

S31_| 832

S6 S5
T4S
1992

Deposit marked stone alongside the aluminum post.
Raise a mound of stone west of the corner.
Corner is located 60 lks. west of the corner of fences projecting south and east.

S. 89° 24’ W., between sections’ 6 and 31.

Point for the 1/4 section corner of sections 6 and 31 at proportionate distance; there
is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 24 ins. in the ground, with
aluminum cap marked:

T3S R3W

14 31
S6

T4S
1992

Corner is located 30 lks. south of the center line of old Utah State Highway 40.

Point for the W 1/16 section corner of sections 6 and 31 at proportionate distance;
there is no remaining evidence of the original corner.

% Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 30 ins. in the ground, in an
alfalfa field, with aluminum cap marked:

S31
S6
1992

W 1/16

Deposit a magnet at base of the aluminum post.

Corner is located 68 lks. east of a fence which bears north and south.

77.77 The corner of sections 1, 6, 31, and 36, Tps. 3 and 4 S.,Rs. 3 and 4 W,

% monumented with an iron post, 3 ins. diam., projecting 6 ins. above the ground,
with brass cap marked as described in the official record of the 1914 resurvey; this
will now function as the corner of sections 31 and 36 only.

Remove the marks pertaining to T. 4 S. and add the date 1992 to the brass cap.
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DEPENDENT RESURVEY OF A PORTION OF THE NORTH BOUNDARY,
T.4 S.,R. 3 W, USM, UTAaH

Corner is located at the comer of fences projecting north, west and southwest.

N. 89° 29° W., between sections 6 and 36.

7.25 The corner of sections 1 and 6, T. 4 S., Rs. 3 and 4 W., hereinbefore described.

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 4 S.,R. 3 W,, USM, Utah

Reestablishment of the Survey Executed by D.G. Major in 1882,
and the Resurvey Executed by Stewart and Stewart in 1904

& From the W 1/16 section corner of sections 12 and 13, monumented with a
sandstone, 14x6x4 ins., marked 1/16 on the south face and the letter A on top.

# At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

S12

S13

1992

W 1/16

Deposit the marked stone alongside the aluminum post.
© Raise a mound of stone north of the comer.

From this corner National Geodetic Survey station "BRIDGELAND" bears
S. 17° 53’ 02" W., 82.07 chs. dist.

S. 88° 53’ W., between sections 12 and 13.

20.10 : The corner of sections 11, 12, 13, and 14, monumented with a sandstone, 20x10x5
% ins., marked with notches 4 on the south and 1 on the east and the letter A on the
east face, set in a mound of stone; a rebar, 1/2 in. diam., is set alongside the
marked stone.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T4S R3W

Si1_| S12

S14 | S13
1992

. Deposit the marked stone alongside and rebar inside the aluminum post.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 4 S.,R. 3 W, USM, UrtaH

SRR

Raise a mound of stone west of the corner.

N. 0° 28’ E., between sections 11 and 12.

The 1/4 section comer of sections 11 and 12, monumented with a rebar, 1/2 in.
diam., with unmarked aluminum cap, set 12 ins. below the the surface at the
intersection of roads projecting north, south, east and west; this is accepted as a
careful and faithful reestablishment of the corner position.

from which

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground,
for a reference monument, with aluminum cap marked: RM 1/4 S12 1992
30FT and an arrow pointing to the corner, bears S. 44° 32’ E., 45.5 lks.
dist.

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground,
for a reference monument, with aluminum cap marked: RM 1/4 S11 1992
30FT and an arrow pointing to the corner, bears S. 45° 28° W., 45.5 Iks.
dist.

# N, 0° 09’ W., beginning new measurement

i Point for the N 1/16 section comer of sections 11 and 12, determined at the
% projected intersection of the center line of a road which bears north and south with

fences which project east and west; this is accepted as the best available evidence of
the original corner.

Set a rebar, 24 ins. long, 1/2 in. diam., flush with the surface of the road.
from which

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground,
for a reference monument, with aluminum cap marked: RM N 1/16 S12
1992 29FT and an arrow pointing to the corner, beats N. 45° 01’ E., 44
lks. dist.

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground,
for a reference monument, with aluminum cap marked: RM N 1/16 S12
1992 29FT and an arrow pointing to the corner, bears S. 44° 59’ E., 44
lks. dist.

N. 0° 28’ W.,beginning new measurement.

Point for the corner of sections 1, 2, 11, and 12, determined at proportionate

# distance latitudinally and longitudinally at the center line of a road which bears

north and- south; this is accepted as the best available evidence of the original
corner.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNEs, T. 4 S.,R. 3 W., USM, UTAH

Set a rebar, 24 ins. long, 1/2 in. diam., flush with the surface of the road.
from which

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground,
for a reference monument, with aluminum cap marked: RM T4S R3W S12
1992 41.2 FT and an arrow pointing to the corner, bears S. 37° 10’ E.,
62.4 lks. dist.

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground,
for a reference monument, with aluminum cap marked: RM T4S R3W S§11
1992 41.2 FT and an arrow pointing to the corner, bears S. 36° 40' W.,
62.4 lks. dist. '

From the point for the E 1/16 section corner of sections 1 and 12, determined at

¢ the projected intersection of the center line of a road which bears north and south
with fences which project east and west; this is accepted as the best available

evidence of the original corner.

i# Set a rebar, 24 ins. long, 2 1/2 ins. diam., flush with the surface of the road.

from which

An aluminum post, 30 ins. long, 2 1/2 ins., diam., set 24 ins. in the ground,
for a reference monument, with aluminum cap marked: RM E 1/16 S12
1992 33FT and an arrow pointing to the corner, bears S. 44° 49° W,

50 lks. dist.

An aluminum post, 30 ins. long, 2 1/2 ins., diam., set 24 ins. in the ground,
for a reference monument, with aluminum cap marked: RM E 1/16 S1
1992 33 FT and an arrow pointing to the corner, bears N. 45° 11' W., 50
lks. dist.

© S.89° 54" W., between sections 1 and 12.

The 1/4 section corner of sections 1 and 12, determined at the corner of fences
projecting north, south, east and west; this is accepted as the best available evidence
of the original corner.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T4S R3W

14 Sl
S12

1992

S. 89° 39’ W., beginning new measurement.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINEs, T. 4 S.,R. 3 W., USM, UTtaH

The W 1/16 section corner of sections 1 and 12, determined at the corner of fences
projecting north, south, east and west; this is accepted as the best available evidence
of the original corner.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

St
S12
1992

W 1/16

N. 88° 26’ W., beginning new measurement.

The corner of sections 1, 2, 11, and 12.

N. 1° 04’ W., between sections 1 and 2.

Point for the S 1/16 section corner of sections 1 and 2 at proportionate distance;

there is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, over a
steel fence post driven 5 ft. in the ground, with aluminum cap marked:

S 1/16
s2 | s1
1992

The 1/4 section corner of sections 1 and 2, mopumented with a rebar, 1/2 in. diam.,
projecting 4 ins. above the ground; this is accepted as a careful and faithful
establishment of the corner position; there is no remaining evidence of the original
witness corner.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T4S R3W
1/4
s2 | s1
1992

Deposit the rebar inside the aluminum post.

N. 0° 59° W., beginning new measurement.
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20.54 i Point for the N 1/16 section comner of sections 1 and 2 at proportionate distance;
there is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

N 1/16
s2 | st
1992

Corner is located 50 lks. north and 10 lks. west of a rebar, 1/2 in. diam., set at the
corner of fences projecting north, east and west; this point was established at an
¢ incorrect proportionate position.

41.08 The corner of sections 1, 2, 35, and 36 on the north boundary of the Tp.,
determined at the corner of fences projecting north, south, east and west; this is
accepted as the best available evidence of the original corner.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
# collar of stone, with aluminum cap marked:

T3S R3W
S35 | 836
S2 | 81
T4S
1992

From this corner a rebar, 1/2 in. diam., projecting 4 ins. above the ground, bears
West, 54 lks. dist.

From the corner of sections 11, 12, 13, and 14.

N. 89° 40’ W., between sections 11 and 14.

20.08

The E 1/16 section corner of sections 11 and 14, monumented with a sandstone,
18x10x8 ins., marked 1/16 on the east face and the letter A on top.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

S11
S14
1992

E 1/16

& Deposit the marked stone alongside the aluminum post.
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Raise a mound of stone north of the corner.

Corner is located 40 lks. west of a fence which bears north and south.

From the 1/4 section corner of sections 10 and 11, determined at the projected
intersection of the east right-of-way fence of a road which bears north and south
with the center line of a road which bears east and west; this is accepted as the best
available evidence of the original corner.

At the corner point
Set a spike flush with the surface of the road.

from which

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground,
for a reference monument, with aluminum cap marked: RM 1/4 S11 1992
20 FT and an arrow pointing to the corner, bears N. 44° 55’ E., 30.3 lks.
dist.

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground,
for a reference monument, with aluminum cap marked: RM 1/4 S11 1992
35 FT and an arrow pointing to the corner, bears S. 45° 05’ E., 53.0 Iks.
dist.

% N. 0° 08’ E., between sections 10 and 11.

Point for the N 1/16 section corner of sections 10 and 11 at proportionate distance;
there is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

N 1/16
s10 | sit
1992

% Corner is located 50 Iks. east of the center line of a road which bears north and

south.

The corner of sections 2, 3, 10, and 11, monumented with an aluminum post, 2 1/2

ins. diam., projecting 8 ins. above the ground, with Duchesne County Survey
aluminum cap marked: T4S R3W S2 S3 S10 S11 1990; this is accepted as a careful
and faithful remonumentation of the corner position; an old scribed cedar post is
set alongide the aluminum post.

Corner is located at the corner of fences projecting north, east and west.

& From the corner of sections 1,2, 11, and 12.
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R R AR

N. 89° 50° W., between sections 2 and 11.

Point for the E 1/16 section comer of sections 2 and 11 at proportionate distance;
there is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with

& aluminum cap marked:

S2
S1
1992

E 1/16

Corner is located 40 lks. east of a fence which bears north and south.

Point for the 1/4 section corner of sections 2 and 11 at proportionate distance falls
near the center line of Utah State Highway 40; there is no remaining evidence of

& the original corner.

Set a PK nail in the surface of the road.
from which

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 30 ins. in the ground
with a magnet at its base, for a reference monument, with aluminum cap
marked: RM 1/4 S2 1992 50 FT and an arrow pointing to the corner, bears
N. 44° 14’ E., 75.8 ks. dist.

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground
with a magnet at its base, for a reference monument, with aluminum cap
marked: RM 1/4 S2 1992 50 FT and an arrow pointing to the corner, bears
N. 45° 46’ W., 75.8 Iks. dist.

Point for the W 1/16 section corner of sections 2 and 11 at proportionate distance;
there is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with

% aluminum cap marked:

S2
S11
1992

W 1/16

Comer is located 10 lks. south and 100 lks. east of the corner of fences projecting

north, east and west.

80.54

The corner of sections 2, 3, 10, and 11.

N. 0° 42’ W., between sections 2 and 3.
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20.535

41.07

80.66

39.85

20.015

Point for the S 1/16 section corner of sections 2 and 3 at proportionate distance

falls in a slough near the south bank of the Duchesne River, not suitable for a
permanent monument; there is no remaining evidence of the original corner.

From this point the witness corner, hereinafter described, bears S. 89° 27° W., 7.00
chs. dist.

Point for the 1/4 section comner of sections 2 an 3 at proportionate distance; there
is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T4S R3W
1/4
$3 | s2
1992

The corner of sections 2, 3, 34, and 35, on the north boundary of the Tp.,

monumented with a PK nail set in the surface at the intersection of roads projecting
north, east and west; this is accepted as a careful and faithful reestablishment of the

corner position.

From the 1/4 section corner of sections 9 and 10, monumented with an aluminum
post, 2 1/2 ins. diam., buried 6 ins. below the surface of the ground, with Duchesne
County Survey aluminum cap marked: T4S R3W 1/4 S9 S10 1985; this is accepted
as a careful and faithful reestblishment of the corner position.

; N. 0° 29’ E., between sections 9 and 10.

The comer of sections 3, 4, 9 and 10, monumented with an aluminum post, 2 1/2

ins. diam., set over a steel fence post in a marshy area, with Duchesne County
Survey aluminum cap marked: T4S R3W S3 S4 S9 S10 1990; this is accepted as a
careful and faithful reestablishment of the corner position.

From the comer of sections 2, 3, 10, and 11.

S. 89° 56° W., between sections 3 and 10.

Point for the E 1/16 section corner of sctions 3 and 10 at proportionate distance;
there is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum. cap marked:

S3
S10
1992

E 1/16
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Comner is located 15 Iks. east of a fence which bears north and south, 50 lks. north

of its intersection with a fence which projects east and 45 lks. south of its
intersection with a fence which projects west.

Point for the 1/4 section corner of sections 3 and 10 at proportionte distance; there
is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 30 ins. in the ground, in a corn
field, with aluminum cap marked:

T4S R3W

S3
1/4
S10

1992

. Deposit a magnet at base of the aluminum post.

Corner is located 80 lks. east of a fence which bears north and south.

80.06 The corner of sections 3, 4, 9, and 10.
N. 0° 48" W., between sections 3 and 4.
19.875: Point for the S 1/16 section corner of sections 3 and 4 at proportionate distance;

there is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

S 1/16
S4 | s3
1992

Comner is located 30 lks. north of a fence which bears east and west.

39.75 i Point for the 1/4 section corner of sections 3 and 4 at proportionate distance falls in
a stack yard; there is no remaining evidence of the original corner; not
monumented.

80.17 i The comer of sections 3, 4, 33, and 34 on the north boundary of the Tp,
monumented with an aluminum post, 2 1/2 ins. diam., set in a mound of stone, with
Duchesne County Survey aluminum cap marked: T3S R3W S3 S4 $33 §34 T4S
1981; this is accepted as a careful and faithful remonumentation of the original

corner.

From the corner of sections 3, 4, 9, and 10.

S. 89° 55° W., between sections 4 and 9.
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R

Point for the E 1/16 section corner of sections 4 and 9 at proportionate distance;

% there is no remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a
collar of stone, with aluminum cap marked:

sS4
S9
1992

E 1/16

Point for the 1/4 section corner of sections 4 and 9 at proportionate distance falls in
an alfalfa field; there is no remaining evidence of the original corner; not
monumented.

The corner of sections 4, 5, 8, and 9, monumented with an aluminum post, 2 1/2

ins. diam., set in a collar of stone, with Duchesne County Survey aluminum cap
marked: T4S R3W S4 S5 S8 S9 1990; this is accepted as a careful and faithful
reestablishment of the corner position.

Corner is located 10 lks. north of the corner of fences projecting north, east and
west.

From the corner of sections 5, 6, 7, and 8, monumented with a sandstone, 18x10x8
ins., marked with 5 notches on the south edge and the letter A on the east face; a
rebar, 1/2 in. diam., is set alongside the marked stone.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T4S R3W
S6 | S5
S7 | S8
1992
Deposit the marked stone alongside and the rebar inside the aluminum post.

Raise a mound of stone north of the corner.

From ths corner, the corner of sections 4, 5, 8, and 9, bears S. 89° 26’ E., 79.75
chs. distance.

N. 0° 33° W., between sections 5 and 6.

Point for the 1/4 section corner of sections 5 and 6 at proportionate distance falls in
a slough; there is no remaining evidence of the original witness corner; not

monumented.
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The comer of sections 5, 6, 31, and 32 on the north boundary of the Tp.,
hereinbefore described.

The Subdivision of Section 1,
T. 4 S.,R. 3 W., USM, Utah

From the 1/4 section corner of sections 1 and 12.

N. 1° 10’ W., on the N-S center line of section 1.

¢ Point for the center 1/4 section comer at intersection with the E-W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T4S R3W
C 1/4 S1
1992

Point for the center N 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

C

N 1/16 | S1
C
1992

Corner is located 80 lks. west of a fence which bears north and south.

The 1/4 section corner of sections 1 and 36 on the north boundary of the Tp.,

% hereinbefore described.

From the 1/4 section corner of sections 1 and 6 on the east boundary of the Tp.,
hereinbefore described.

West, on the E-W center line of section 1.
Point for the center E 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:
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c E 1/16
S1
1992

Corner is located 40 lks. south of a fence which bears east and west and 40 lks.
west of the center line of a road which bears north and south.

The center 1/4 section corner.

Point for the center W 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20 ins. in the ground, in a
collar of stone, with aluminum cap marked:

C W 1/16

S1
1992

Corner is located 50 lks. south and 90 lks. west of the corner of fences projecting
south and east.

The 1/4 section corner of sections 1 and 2.

From the center E 1/16 section corner.

N. 0° 57" W., on the N-S center line of the NE 1/4.

Point for the NE 1/16 section corner at intersection with the E-W center line of the
NE 1/4.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

NE 1/16 S1
1992

The E 1/16 section corner of sections 1 and 36 on the north boundary of the Tp.,
hereinbefore described.

From the N 1/16 section corner of section 1 only, on the east boundary of the Tp.,
hereinbefore described.

N. 89° 54’ W., on the E-W center line of the NE 1/4.
The NE 1/16 section corner.

The center N 1/16 section corner.
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From the W 1/16 section corner of sections 1 and 12.

N. 1° 09° W., on the N-S center line of the SW 1/4 of section 1.

40.61 The center W 1/16 section corner.

N. 1° 03’ W., on the N-S center line of the NW 1/4.

20.47 & Point for the NW 1/16 section corner at intersection with the E-W center line of

: the NW 1/4.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20 ins. in the ground, in a
collar of stone, with aluminum cap marked:

NW 1/16 S1
1992

Corner is located 45 lks. north of the corner of fences projecting west and
northeast.

% The W 1/16 section corner of sections 1 and 36 on the north boundary of the Tp.,
hereinbefore described.

41.10

From the center N 1/16 section corner.

% N. 89° 47" W., on the E-W center line of the NW 1/4.
20.16 The NW 1/16 section corner.

40.33 The N 1/16 section comer of sections 1 and 2.

The Subdivision of Section 2,
T. 4 S.,R. 3 W,, USM, Utah

From the 1/4 section corner of sections 2 and 11.

N. 0° 46’ W., on the N-S center line of section 2.

20.28 i Point for the center S 1/6 section corner falls in a slough near the south bank of
the Duchesne River; not monumented.

40.56 Point for the center 1/4 section corner at intersection with the E-W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:
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B R R Lo

T4S R3W
C1/4 82
1992

Raise a mound of stone west of the corner.

Corner is located 40 Iks. north and 60 lks. east of the corner of fences projecting
north, south and west.

The 1/4 section corner of sections 2 and 35 on the north boundary of the Tp.,
monumented with a nail and washer set in the surface of a road which bears east
and west; this is accepted as a careful and faithful reestablishment of the corner
position.

From the 1/4 section corner of sections 1 and 2.

N. 89° 06° W., on the E-W center line of section 2.

Point for the center E 1/16 section corner; not monumented.
The center 1/4 section corner.

The 1/4 section corner of sections 2 and 3.

From the E 1/16 section corner of sections 2 and 11.

i N. 0° 55° W., on the N-S center line of the SE 1/4 of section 2.

Point for the SE 1/16 section corner at intersection with the E-W center line of the
SE 1/4.

% Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, over a
¢ steel fence post driven 5 ft. in the ground, with aluminum cap marked:

SE 1/16 S2
1992

The point for the center E 1/16 section corner.

From the S 1/16 section corner of sections 1 and 2.

N. 89° 28' W., on the E-W center line of the SE 1/4 of section 2.

The SE 1/16 section corner.

The point for the center S 1/16 section corner.
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R R

The Subdivision of Section 3,
T. 4 S.,R. 3 W., USM, Utah

From the 1/4 section corner of sections 3 and 10.

N. 0° 44° W., on the N-S center line of section 3.
Point for the center S 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 30 ins. in the ground, in an
alfalfa field, with aluminum cap marked:

o

S 1/16 | $3
C
1992

Deposit a magnet at base of the aluminum post.

Comner is located 30 lks. south and 100 lks. east of the corner of fences projecting
north, south and west.

Point for the center 1/4 section corner at intersection with the E-W center line falls
in a gravel bar on the south bank of the Duchesne River; not monumented.

The 1/4 section corner of sections 3 and 34 on the north boundary of the Tp.,

monumented with a nail and washer set in the surface of a road which bears east
and west; this is accepted as a careful and faithful reestablishment of the corner
position.

From the 1/4 section corner of sections 2 and 3.

S. 88° 59° W., on the E-W center line of section 3.

Point for the center E 1/16 section corner.

¢ Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with

aluminum cap marked:

c—E 116  ~
S3
1992

% The point for the center 1/4 section corner.

The point for the 1/4 section corner of section 3 and 4.
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From the E 1/16 section corner of section comer of sections 3 and 10.

N. 0° 43° W., on the N-S center line of the SE 1/4 of section 3.

Point for the SE 1/16 section corner at intersection with the E-W center line of
the SE 1/4.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

SE 1/16 S3
1992

Corner is located 15 Iks. west of a fence which bears north and south.

The center E 1/16 section corner.

From the true point for the S 1/16 section corner of sections 2 and 3.

S. 89° 27° W., on the E-W center line of the SE 1/4 of section 3.

Point selected for the witness corner to the S 1/16 section corner of sections 2
and 3.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

wC

S 1/16

S3 | S2—=
1992

Raise a mound of stone north of the corner.

Corner is located 20 lks. west of the bank of a slough and 50 lks. south of a fence
which bears northeast and southwest.

20.015: The SE 1/16 section corner.

40.03 The center S 1/16 section corner.

S. 89° 27° W., on the E-W center line of the SW 1/4.

40.05 The S 1/16 section comer of sections 3 and 4.
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The Subdivision of Section 4,
T. 4 S.,R. 3 W, USM, Utah

From the point for the 1/4 section comer of sections 4 and 9.

N. 0° 28 W., on the N-S center line of section 4.

Point for the center S 1/16 section corner; not monumented.

Point for the center 1/4 section corner at intersection with the E-W center line; not
monumented.

The 1/4 section corner of sections 4 and 33 on the north boundary of the

Tp., monumented with an aluminum post, 2 1/2 ins., diam., set in a mound of stone,
with Duchesne County Survey aluminum cap marked: T3S R3W 1/4 S4 S33 T4S
1990; this is accepted as a careful and faithful remonumentation of the original
corner.

From the point for the 1/4 section corner of sections 3 and 4.

S. 89° 48’ W., on the E-W center line of section 4.
Point for the center E 1/16 section corner; not monumented.
The point for the center 1/4 section corner.

The 1/4 section corner of sections 4 and 5, monumented with an aluminum post, 2

1/2 ins. diam., set over a steel fence post in a marshy area, with Duchesne County
Survey aluminum cap marked: T4S R3W 1/4 S4 S5 1990; this is accepted as a
careful and faithful reestablishment of the corner position.

From the E 1/16 section corner of sections 4 and 9.

N.0° 38° W., on the N-S center line of the SE 1/4 of section 4.

Point for the SE 1/16 section corner at intersection with the E-W center line of the
SE 1/4.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

SE 1/16 S$4
1992

Corner is located N. 69° 40°E., 3.30 chs. dist., from the corner of fences projecting
south and east.
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The point for the center E 1/16 section corner.

From the S 1/16 section comer of sections 3 and 4.

S. 89° 52° W., on the E-W center line of the SE 1/4 of section 4.

19.92 The SE 1/16 section corner.

39.84

The point for the center S 1/16 section corner.

The Subdivision of Section 6,
T. 4 S.,R. 3 W,, USM, Utah

From the 1/4 section corner of sections 6 and 7, monumented with a sandstone,
12x8x4 ins., marked with the letter A on top, and a mound of stone north of the
corner.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T4S R3W

1/4 S6_
S7

1992

Deposit the marked stone alongside the aluminum post.

Raise a mound of stone north of the corner.

N. 0° 16’ W., on the N-S center line of section 6.

39.80 @ Point for the center 1/4 section corner at intersection with the E-W center line; not
monumented.

© The 1/4 section corner of sections 6 and 31 on the north boundary of the Tp.,
bereinbefore described.

77.58

From the point for the 1/4 section corner of sections 5 and 6.

% N. 88° 12’ W., on the E-W center line of section 6.

39.73 i The point for the center 1/4 section corner.

59.61 Point for the center W 1/16 section corner.
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Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

W _1/16
C—==C
S6
1992

Corner is located 50 lks. south of a fence which bears east and west.

The 1/4 section corner of sections 1 and 6 on the west boundary of the Tp.,
hereinbefore described.

From the center W 1/16 section corner.

N.0° 05° W., on the N-S center line of the NW 1/4.

The W 1/16 section comner of sections 6 and 31 on the north boundary of the Tp.,
hereinbefore described.

The Subdivision of Section 9,
T.4 S.,R. 3 W., USM, Utah

From the 1/4 section corner of sections 9 and 16, monumented with a sandstone,
14x10x8 ins., marked 1/4 on the west face, set in a mound of stone.

At the corner point

# Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T4S R3W

S9
1/4 —==—
S16

1992

# Deposit the marked stone alongside the aluminum post.

Raise a mound of stone north of the corer.

N.0° 12’ W., on the N-S center line of section 9.

& Point for the center 1/4 section corner at intersection with the E-W center line; not
monumented.

38.94

78.93 i The point for the 1/4 section corner of sections 4 and 9.
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From the 1/4 section corner of sections 9 and 10.

S. 89° 43° W., on the E-W center line of section 9.
Point for the center E 1/16 section cormner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

E 1/16
C————C
S9
1992

Corner is located 5 lks. south and 10 lks. west of the corner of fences projecting
east, west and south.

The point for the center 1/4 section corner.

The center W 1/16 section corner, monumented with an aluminum post, 2 1/2 ins.,

diam., set in a mound of stone, with Duchesne County Survey aluminum cap
marked: T4S R3W W1/16 S9 198S; this is accepted as a careful and faithful
& remonumentation of the original corner.

From the center E 1/16 section corner.

N.0° 08’ E., on the N-S center line of the NE 1/4.

The E 1/16 section corner of sections 4 and 9.

The Subdivision of Section 10,
T. 4 S.,R. 3 W., USM, Utah

From the 1/4 section corner of sections 10 and 15, monumented with a sandstone,
16x10x8 ins., no marks visible, set in a mound of stone.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T4S R3W

S10

1/4 —=—
S15
1992

Deposit the sandstone monument alongside the aluminum post.

Corner is located at the corner of fences projecting north, south and east.
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THE SUBDIVISION OF SECTION 10,
T.4 S.,R. 3 W.,, USM, UtaH

North, on the N-S center line of section 10.

Point for the center 1/4 section corner at intersection with the E-W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

T4S R3W
C 1/4 S10
1992

Deposit a magnet at base and a steel fence post alongside aluminum post.

Comer is located in an alfalfa field 100 lks. south of the center line of a road which
bears east and west.

The 1/4 section corner of sections 3 and 10.

From the 1/4 section corner of sections 10 and 11.

N. 89° 39° W., on the E-W center line of section 10.
Point for the center E 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

c _E 116
S10
1992

Corner 1is located 20 lks. south of the center line of a road which bears east and
west.

The center 1/4 section corner.

The 1/4 section cormer of sections 9 and 10.

# From the center E 1/16 section corner.

N. 0° 04’ E., on the N-S center line of the NE 1/4.

The E 1/16 section corner of sections 3 and 10.

The Subdivision of Section 11,
T. 4 S.,R. 3 W,, USM, Utah
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THE SUBDIVISION OF SECTION 11,
T.4 S.,R. 3 W., USM, UtaH

From the point for the center 1/4 section corner of section 11, determined at the
projected intersection of the east right-of-way fence of a road which bears north and
south with the center line of a road which bears east and west; this position is
harmoniously related to surrounding identified corners.

Set a spike flush with the surface of the road.
from which
An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground
for a reference monument, with aluminum cap marked: RM C 1/4 S11
1992 45 FT and an arrow pointing to the corner, bears S. 45° 08’ E., 68.2
Iks. dist.

A nail and bottle cap driven in a blazed cottonwood, 72 ins. diam., bears
N. 44° 52’ E., 73.5 Iks. dist.; cottonwood is scribed C 1/4 S11 BT.

A nail and bottle cap driven in a power pole, bears S. 52° 52'W., 83.6 lks.
dist.

A nail and bottle cap driven in a guy pole, bears N. 58° 08’W., 81.2 Iks.
dist.

N. 0° 06’ W., on the N-S center line of section 11.

20.135% Point for the center N 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 22 ins. in the ground, with
aluminum cap marked:

C

N 1/16 | S11
C
1992

40.27 The 1/4 section corner of sections 2 and 11.

From the 1/4 section corner of sections 11 and 12.

S. 89° 52’ W., on the E-W center line of section 11.
20.21 Point for the center E 1/16 section corner falls in a road which bears east and west.

‘Set a spike flush with the surface of the road.

from which
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THE SUBDIVISION OF SECTION 11,
T.4 S.,R. 3 W., USM, UTAH

R R R

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground
for a reference monument, with aluminum cap marked: RM CE 1/16 S11
1992 40 FT and an arrow pointing to the corner, bears S. 44° 52° W., 60.6
lks. dist.

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground
for a reference monument, with aluminum cap marked: RM CE 1/16 S11
1992 40 FT and an arrow pointing to the comner, bears N. 45° 08’ W., 60.6
lks. dist.

The center 1/4 section corner.

S. 89° 55’ W., beginning new measurement.

Point for the center W 1/16 section corner; not monumented.

The 1/4 section corner of sections 10 and 11.

From the center E 1/16 section corner.

N. 0° 12° W., on the N-S center line of the NE 1/4.

The E 1/16 section corner of sections 2 and 11.

From the E 1/16 section corner of sections 11 and 14.

N. 0° 17’ E., on the N-S center line of the SE 1/4 of section 11.

The center E 1/16 section corner.

From the point for the center W 1/16 section corner.

N.0° or’ E., on the N-S center line of the NW 1/4.

20.175 i Point for the NW 1/16 section corner at intersection with the E-W center line of
kA the NW 1/4

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:

NW 1/16 S11
1992

Corner is located 70 Iks. east of the corner of fences projecting north, south, east
and west.

"40.35 | The W 1/16 section corner of sections 2 and 11.
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THE SUBDIVISION OF SECTION 11,
T.4 S.,R. 3 W., USM, UTaH

From the center N 1/16 section corner.

N. 89° 58’ W., on the E-W center line of the NW 1/4.
20.175% The NW 1/16 section corner.

40.35 The N 1/16 section corner of sections 10 and 11.

The Subdivision of Section 12,
T. 4 S.,R. 3 W, USM, Utah.

% From the point for the center N 1/16 section comer, determined at midpoint
between the corner of fences projecting north, east and west and the corner of
fences projecting south, east and west; this position is harmoniously related to
surrounding identified corners.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, over a
steel fence post driven 5 ft. in the ground, with aluminum cap marked:

C

N 1/16 | S12
C
1992

N. 0° 21’ E., on the N-S center line of section 12.

The 1/4 section corner of sections 1 and 12.

19.48

From the point for the center W 1/16 section corner, determined at the projected
intersection of a fence which bears north and south and the center line of a road
which bears east and west; this position is harmoniously related to surrounding
identified corners.

% Set a spike flush with the surface of the road.
from which

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground
for a reference monument, with aluminum cap marked: RM CW 1/16 S12
1992 33 FT and an arrow pointing to the corner, bears S. 44° 42’ E., 50
lks. dist.

An aluminum post, 30 ins, long, 2 1/2 ins. diam., set 24 ins. in the ground
for a reference monument, with aluminum cap marked: RM CW 1/16 512
1992 33 FT and an arrow pointing to the corner, bears S.45° 18 W., 50
lks. dist.

S. 89° 55° W., on the E-W center line of section 12.
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THE SUBDIVISION OF SECTION 12,
T.4 S.,R. 3 W., USM, UTAH

SRR SR

The 1/4 section comer of sections 11 and 12.

From the point for the NE 1/16 section corner, determined at the projected
intersection of a fence which projects west with the center line of a road which
bears north and south; this position is harmoniously related to surrounding
identified comners.

Set a spike flush with the surface of the road.
from which

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground
for a reference monument, with aluminum cap marked: RM NE 1/16 512
1992 37 FT and an arrow pointing to the comer, bears N. 44° 32’ E., 56
lks. dist.

An aluminum post, 30 ins. long, 2 1/2 ins. diam., set 24 ins. in the ground
for a reference monument, with aluminum cap marked: RM NE 1/16 S12
1992 37 FT and an arrow pointing to the corner, bears S. 45° 28’ E., 56
lks. dist.

N. 0° 11’ W., on the N-S center line of the NE 1/4.

The E 1/16 section corner of sections 1 and 12.

From the NE 1/16 section corner.

N. 89° 59° W., on the E-W center line of the NE 1/4.

The center N 1/16 section corner.

From the W 1/16 section corner of sections 12 and 13.

N. 0° 18’ E., on the N-S center line of the SW 1/4.

The center W 1/16 section corner.

N. 0° 12’ E., on the N-S center line of the NW 1/4.

The NW 1/16 section corner, determined at the corner of fences projecting north,
south, east and west; this position is harmoniously related to surrounding identified
corners.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with
aluminum cap marked:
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THE SUBDIVISION OF SECTION 12,
T.4 S.,R. 3 W., USM, UTAH

S

NW 1/16 S12
1992

N. 0° 02’ E., beginning new measurement.

The W 1/16 section corner of sections 1 and 12.

From the center N 1/16 section corner.

N 89° 59° W., on the E-W center line of the NW 1/4.

The NW 1/16 section corner.

N 89° 59° W., beginning new measurement.

The N 1/16 section corner of sections 11 and 12.
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CERTIFICATEOF SURVEY

1, Richard A. Zaninovich, Cadastral Surveyor, hereby certify upon honor that, in pursuance of special
instructions bearing the date of the 9th day of April, 1992, and Supplemental Special Instructions dated July
6, 1992, 1 have dependentlyresurveyed portions of the north, east and west boundaries and subdivisional lines,
and subdivided certain sections, in Township 4 South, Range 3 West,

of the Uintah Special Meridian, in the State of Utah, which are represented in the foregoing field notes
as having been executed by me and under my direction; and that said survey has been made in strict
conformity with said special instructions, the Manual of Instructions for the Survey of the Public Lands

of the United States, and in specific manner described in the fore; figld
¥-26-9Y ] L
Date (Cadastral Surveyor)
Date (Cadastral Surveyor)

CERTIFICATEOF APPROVAL

BUREAU OF LAND MANAGEMENT
Salt Lake City, Utah

The foregoing field notes of the dependent resurvey of portions of north, east and west boundaries and
subdivisional lines and the subdivision of certain sections in Township 4 South, Range 3 West, Uintah Special
Meridian, Utah,

executed by Richard A. Zaninovich, Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

November 23, 1994 M/M

Date (Chief Cadastral Surveyor, Utah)




